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EXECUTIVE SUMMARY 

Domestic refrigeration
Domestic refrigerators and freezers are used throughout the 
world for food storage in dwelling units and in non-commercial 
areas such as offices. More than 80,000,000 units are produced 
annually with internal storage capacities ranging from 20 litre 
to greater than 850 litre. With an estimated average unit lifes-
pan of 20 years, this means there is an installed inventory of 
approximately 1500 million units. As a result of the Montreal 
Protocol, manufacturers initiated transition from CFC refrig-
erant applications during the early 1990s. This transition has 
been completed in developed countries and significant progress 
has been made in developing countries. The typical lifespan for 
domestic refrigerators means that products manufactured using 
CFC-12 refrigerant still comprise approximately one-half of 
units in the installed base. This has significantly slowed down 
the rate of reduction in the demand for CFC-12 refrigerant in 
the servicing sector. 
 Isobutane (HC-600a) and HFC-134a are the dominant al-
ternative refrigerants for replacing CFC-12 in new domestic 
refrigeration appliances. Each of these has demonstrated mass 
production capability for safe, efficient, reliable and economic 
use. Both refrigerants give rise to similar product efficiencies. 
Independent studies have concluded that application design 
parameters introduce more efficiency variation than that at-
tributable to the refrigerant choice. Comprehensive refrigerant 
selection criteria include safety, environmental, functional, cost 
and performance requirements. The choice of refrigerant can 
be strongly influenced by local regulatory and litigation envi-
ronments. Each refrigerator typically contains 50−250 grams 
of refrigerant contained in a factory-sealed hermetic system. A 
simplified summary of the relative technical considerations for 
these two refrigerants is:
• HC-600a uses historically familiar mineral oil lubricants. 

Manufacturing processes and designs must fully take into 
account the flammable nature of the refrigerant. For exam-
ple, the need for proper factory ventilation and appropriate 
electrical equipment, preventing leaking refrigerant from 
gaining access to electrical components, using sealed or 
non-sparking electrical components, and the use of proper 
brazing techniques or preferably the avoidance of brazing 
operations on charged systems. Service procedures must 
similarly include appropriate precautions for working with 
flammable refrigerants;

• HFC-134a uses moisture-sensitive polyolester oils. 
Manufacturing processes should ensure that low moisture 
levels are maintained. Long-term reliability requires a more 
stringent avoidance of contaminants during production or 
servicing compared to either CFC-12 or HC-600a practices.

The use of the hydrocarbon blend propane (HC-290)/isobutane 
(HC-600a) allows CFC-12 volumetric capacity to be matched 
and avoids the capital expense of retooling compressors. These 
blends introduce manufacturing complexities and require the 

use of charging techniques suitable for refrigerant blends which 
have components with different boiling points. The application 
of these blends in Europe during the 1990s was an interim step 
towards the transition to HC-600a using retooled compressors. 
The same safety considerations apply to hydrocarbon blends as 
to HC-600a. 
 Alternative refrigeration technologies such as the Stirling 
cycle, absorption cycle, thermoelectrics, thermionics and ther-
moacoustics continue to be pursued for special applications or 
for situations with primary drivers that differ from conventional 
domestic refrigerators. These technology options are not ex-
pected to significantly alter the position of vapour compression 
technology as the choice for domestic refrigeration. 
 Vapour compression technology is mature and readily 
available worldwide. The availability of capital resources is 
dictating the timing of conversion to HC-600a and HFC-134a. 
Current technology designs typically use less than half the elec-
trical energy required by the units they replace. This reliable 
performance is provided without resorting to higher cost or 
more complex designs. Continued incremental improvements 
in unit performance and/or energy efficiency are anticipated. 
Government regulations and voluntary agreements on energy 
efficiency and labelling programmes have demonstrated their 
effectiveness in driving improved efficiency product offerings 
in several countries.
 Good design and the implementation of good manufactur-
ing and service practices will minimize refrigerant emissions; 
however, special attention must be given to the retirement of 
the large number of units containing CFC-12. With a typical 20-
year lifespan, refrigerator end-of-life retirement and disposal 
happens to about 5% of the installed base each year. This means 
approximately 75 million refrigerators containing 100 grams 
per unit, or 7500 total tonnes of refrigerant are disposed of an-
nually. This refrigerant will be predominantly CFC-12 for at 
least another 10 years. The small refrigerant charge means that 
refrigerant recovery is not economically justifiable. Regulatory 
agencies around the world have therefore provided incentives 
or non-compliance penalties to promote recovery of this ODS. 
 In 2002, the total amount of refrigerants banked in domestic 
refrigeration amounted to 160,000 tonnes, with annual refriger-
ant emissions of 5.3% of banked system charge. The annualized 
HFC emissions rate from this sector was 1.0% in 2002. HFC 
emissions mostly occur during useful life. Production transition 
to HFCs started during 1995; consequently in 2002 the installed 
product age was 7 years or less compared to a typical lifespan 
of 20 years. Further, recovery during service and disposal is 
required in most early conversion countries.
 
Commercial refrigeration
Commercial refrigeration makes fresh and frozen food avail-
able to customers at the appropriate temperature levels: chilled 
food in the range of 1°C−14 °C and frozen food in the range of 
–12°C to –20°C.
 On a global basis, commercial refrigeration is the refrigera-
tion subsector with the largest refrigerant emissions calculated 
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as CO
2
-equivalents. This amounts to 40% of the total annual 

refrigerant emissions, see Table 11.5. In 2002 worldwide com-
mercial refrigeration emission rates were reported to be 30%  
yr-1 of the installed commercial refrigeration banked inventory 
of 605,000 tonnes refrigerant. This means that in an environ-
ment with an average energy mix, the refrigerant emissions rep-
resent about 60% of the total emissions of GHG resulting from 
system operation, the rest being indirect emissions caused by 
power production. 
 Refrigeration equipment types vary considerably in terms 
of size and application. Stand-alone equipment consists of sys-
tems where the components are integrated, such as beverage 
vending machines, ice cream freezers and stand-alone display 
cases. Refrigerant charge sizes are small (0.2–1 kg), and the 
CFCs CFC-12 and R-502 are being replaced by HFCs HFC-
134a, R-404A and R-507A. HCFC-22 is also used, but is sub-
ject to phase-out requirements. Refrigerant emissions are low 
in these mainly hermetic systems and are  similar to domestic 
refrigerator emissions. However, end-of-life recovery is almost 
non-existent on a global basis and this results in an average 
annual leakage of 7−12% of the refrigerant charge, dependent 
on the equipment lifetime. Some stand-alone equipment us-
ing hydrocarbons as refrigerants have been developed and are 
available in European countries, with refrigerant charge sizes 
in accordance with the limitations imposed by European and 
national safety standards.  
 Condensing units are small commercial systems with com-
pressors and condensers located external to the sales area, and 
the evaporators located in display cases in the sales area, or in 
a cold room for food storage. These units are installed in shops 
such as bakeries, butchers and convenience stores as well as in 
larger food retailer stores. Similar refrigerants are used in these 
applications as in stand-alone equipment; however, with the 
larger refrigerant charges in these systems (1−5 kg), hydrocar-
bon refrigerant applications may be limited by national safety 
standards. Refrigerant emissions depend on the robustness of 
the system design, installation, monitoring and refrigerant re-
covery at end of equipment lifetime.
 Full supermarket systems can be categorized by whether 
refrigerant evaporation occurs in the display cabinets and cold 
stores, or whether a low-temperature, secondary heat transfer 
fluid that is cooled centrally, is circulated to the display cabinets 
and cold stores. The first type is termed a direct system and the 
second type an indirect system.
 Supermarket centralized direct systems consist of a series 
of compressors and condensers located in a remote machinery 
room, providing a cooling medium to display cabinets and cold 
storage rooms in other parts of the building. The size of sys-
tems can vary from cooling capacities of 20 kW to more than 
1 MW, as used in larger supermarkets. Refrigerant charge sizes 
can range from 100−2000 kg. The most common form of cen-
tralized system is direct expansion. Specific units can be dedi-
cated to low-temperature or medium-temperature evaporators. 
HCFC-22 continues to be extensively used in these systems, 
with R-502 for low-temperature applications being replaced by 

R-404A and R-507A. Due to European regulations on HCFCs 
that have been in force since January 2001, R-404A and R-
507A are the most commonly used refrigerants for large capac-
ity low- and medium-temperature systems in Europe. 
 The ‘distributed’ system is a variation of the direct system. 
In this the compressors are located in sound-proof boxes near 
the display cases, permitting the shortening of refrigerant cir-
cuit length and a corresponding 75% reduction of refrigerant 
charge. Condensing units can be air-cooled or water-cooled. 
When compressor systems are installed as small packs with 
roof-mounted, air-cooled condensers, or as small packs adjacent 
to the sales area in conjunction with remote air-cooled condens-
ers, they are sometimes referred to as close coupled systems. 
The refrigerants used are mainly HCFC-22 and the low-temper-
ature refrigerants R-404A and R-507A. Other refrigerants such 
as R-410A are also being considered. With the close-coupled 
system design, refrigerant emissions are estimated to be 5−7% 
of charge on an annual basis. Compared to the centralized sys-
tems, the absolute reduction in refrigerant emissions is much 
greater due to the considerable reduction in refrigerant charge 
size.
 The design of indirect systems for supermarkets permits re-
frigerant charge size reduction of 75−85%. Fluorocarbon-based 
refrigerants are generally used in these systems. However, if the 
centralized refrigeration system can be located in a controlled-
access room away from the customer area, indirect systems 
may also use flammable and/or toxic refrigerants, dependent 
on system safety measures and national safety regulations. 
Refrigerant emissions are reduced to about 5% of charge yr-1 
due to the reductions in the reduced piping lengths and the num-
ber of connecting joints.
 Systems that use ammonia and hydrocarbons as primary re-
frigerants in indirect systems operate in several European coun-
tries. Published results show that ammonia and hydrocarbon 
indirect systems have a 10−30% higher initial cost than direct 
expansion systems and an energy consumption 0−20% higher 
than that of direct expansion systems, due to the additional sys-
tem requirements (heat exchanger and circulating pumps with 
their costs and energy penalties). Development work on indi-
rect systems design is continuing with the goals of reducing the 
cost and energy penalties in these systems. 
 Carbon dioxide is being evaluated in direct systems for both 
low- and medium-temperature applications, and in cascade 
systems with carbon dioxide at the low-temperature stage and 
ammonia or R-404A at the medium-temperature stage. Thirty 
cascade systems have been installed in supermarkets and the 
initial costs and energy consumption are reported to be similar 
to R-404A direct expansion systems. 
 Important considerations in the selection of designs for 
supermarket refrigeration systems and refrigerants are safety, 
initial cost, operating cost and climate change impact (refriger-
ant emissions and carbon dioxide from electricity produced to 
operate the refrigeration systems). In the 1980s the centralized 
direct systems had annual refrigerant emissions up to 35% of 
charge. Recent annualized emission rates of 3−22% (average 
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18%) were reported for 1700 supermarket systems in several 
European countries and the USA. The reduced emission rates 
were due to a combination of factors aimed at improving refrig-
erant containment, such as system design for tightness, main-
tenance procedures for early detection and repairs of leakage, 
personnel training, system leakage record keeping, end-of-life 
recovery of refrigerant and in some countries, increasing the 
use of indirect cooling systems.
 In 2002, worldwide commercial refrigeration emission rates 
were reported to be 30% yr-1 of the installed commercial re-
frigeration banked inventory of 605,000 tonnes of refrigerant. 
The higher worldwide emission rates indicate less attention was 
paid to refrigerant containment and end-of-life recovery than in 
the limited survey data reported above.
 Traditional supermarket centralized direct systems must 
be designed for lower refrigerant emissions and higher energy 
efficiency in order to reduce climate change impact. From an 
overall perspective, significant research and development is un-
derway on several designs of supermarket refrigeration systems 
to reduce refrigerant emissions, use lower global-warming re-
frigerants and reduce energy consumption. Life cycle climate 
performance calculations indicate that direct systems using al-
ternative refrigerants, distributed systems, indirect systems and 
cascade systems employing carbon dioxide will have signifi-
cantly lower CO

2
-equivalent emissions than centralized direct 

systems that have the above-stated, historically-high refrigerant 
emission rates. 

Food processing, cold storage and industrial refrigeration
 Food processing and cold storage is one of the important 
applications of refrigeration for preserving and distributing food 
whilst keeping food nutrients intact. This application of refrig-
eration is very significant in terms of size and economic impor-
tance in both developed and developing countries. The annual 
consumption of frozen food worldwide is about 30 Mtonnes 
yr-1. Over the past decade, consumption has increased by 50% 
and is still growing. The amount of chilled food is about 10−12 
times greater than the supply of frozen products. Frozen food 
in long-term storage is generally kept at –15°C to –30°C, while 
–30°C to –35°C is typical for freezing. Chilled products are 
cooled and stored at temperatures from –1°C−10°C.
  The majority of refrigeration systems for food processing 
and cold storage are based on reciprocating and screw com-
pressors. Ammonia, HCFC-22, R-502 and CFC-12 are the re-
frigerants historically used, with other refrigerant options being 
HFCs, CO

2 
and hydrocarbons. HFC refrigerants are being used 

instead of CFC-12, R-502 and HCFC-22 in certain regions. 
The preferred HFCs for food processing and cold storage ap-
plications are HFC-134a and HFC blends with an insignifi-
cant temperature glide such as R-404A, R-507A and R-410A. 
Ammonia/CO

2 
cascade systems are being introduced in food 

processing and cold storage. 
 Some not-in-kind (non-vapour compression) technologies, 
such as vapour absorption technology and compression-ab-
sorption technology, can be used for food processing and cold 

storage applications. Vapour absorption technology is well es-
tablished, whereas compression-absorption technology is still 
under development.
 For this category, limited data are available on TEWI/LCCP. 
A recent study of system performance and LCCP calculations 
for a 11 kW refrigeration system operating with R-404A, R-
410A and HC-290 showed negligible differences in LCCP, 
based on the assumptions used in the calculations.
  Industrial refrigeration includes a wide range of cooling 
and freezing applications in the chemical, oil and gas industries 
as well as in industrial ice-making, air liquefaction and other re-
lated industry applications. Most systems are vapour compres-
sion cycles, with evaporator temperatures ranging from 15°C 
down to –70°C. Cryogenic applications operate at even lower 
temperatures. Capacities of units vary from 25 kW to 30 MW, 
with systems often being custom made and erected on-site. 
Refrigerant charge size varies from 20−60,000 kg. The refrig-
erants used are preferably single component or azeotropes, as 
many of the systems use flooded evaporators to achieve high ef-
ficiency. Some designs use indirect systems (with heat transfer 
fluids) to reduce refrigerant charge size and to the risk of direct 
contact with the refrigerant. 
 These refrigeration systems are normally located in indus-
trial areas with limited public access, and ammonia is the main 
refrigerant. The second refrigerant in terms of volume use is 
HCFC-22, although the use of HCFC-22 in new systems is 
forbidden for all types of refrigerating equipment by European 
regulations since January 2001. Smaller volume CFC refriger-
ants CFC-12 and R-502 are being replaced by HFC-134a and 
R-404A, and R-507A and R-410A. CFC-13 and R-503 are be-
ing replaced by HFC-23 and R-508A or R-508B. HCFC-22 is 
being replaced by R-410A, as the energy efficiency of R-410A 
is slightly higher than that of HCFC-22. The energy efficiency 
of R-410A can be similar to that of ammonia for evaporation 
temperatures down to –40°C, dependent on the compressor ef-
ficiency. Hydrocarbon refrigerants have historically been used 
in large refrigeration plants within the oil and gas industry. 
 Carbon dioxide is another non-HFC refrigerant which is 
starting to be used in industrial applications, as the energy ef-
ficiency of carbon dioxide systems can be similar to that of 
HCFC-22, ammonia and R-410A in the evaporator temperature 
range of –40°C to –50°C for condensing temperatures below 
the 31°C critical temperature of carbon dioxide. Cascade sys-
tems with ammonia in the high stage and carbon dioxide in the 
low stage show favourable cost and energy efficiency. Carbon 
dioxide is also being used as a heat-transfer fluid in indirect 
systems. 
 Attempts are being made to reduce refrigerant emissions 
in industrial refrigeration, food processing and cold storage by 
improving the system design, minimizing charge quantities, 
ensuring proper installation, improving the training of service 
personnel with respect to the detection of potential refrigerant 
leakage, and improving procedures for recovery and re-use of 
refrigerant. The total amount of refrigerants banked in the com-
bined sectors of industrial refrigeration, food processing and 
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cold storage was 298,000 tonnes in 2002, with ammonia at 35% 
and HCFC-22 at 43% of the total banked inventory. Annual re-
frigerant emissions were 17% of banked system charge. 

Transport refrigeration
Transport refrigeration consists of refrigeration systems for 
transporting chilled or frozen goods. Transport takes place by 
road, rail, air and sea; further, containers as refrigerated systems 
are used with moving carriers. All transport refrigeration sys-
tems must be sturdily built to withstand movements, vibrations 
and accelerations during transportation, and be able to operate 
in a wide range of ambient temperatures and weather condi-
tions. Despite these efforts, refrigerant leakage continues to be 
a common issue. It is imperative that refrigerant and spare sys-
tem parts are available on-board and along the transport routes. 
Ensuring safe operation with all working fluids is essential, par-
ticularly in the case of ships where there are limited options for 
evacuation. 
 Ships with cargo-related, on-board refrigeration systems 
have either refrigerated storage spaces or provide chilled air 
supply. There are about 1100 such ships, with HCFC-22 be-
ing the main refrigerant. In addition, there are approximately 
30,000 merchant ships which have refrigerated systems for 
crew food supply, again mainly using HCFC-22. Alternative 
refrigerants being implemented are R-404A/R-507A, R-410A, 
ammonia and ammonia/CO

2
. 

 Refrigerated containers allow storage during transport on 
rail, road and seaways. There are more than 500,000 such con-
tainers that have individual refrigeration units of about 5 kW 
cooling capacity. Refrigerants in this sector are transitioning 
from CFC-12 to HFC-134a and R-404A/R-507A. 
 Refrigerated railway transport is used in North America, 
Europe, Asia and Australia. The transport is carried out with ei-
ther refrigerated railcars, or, alternatively, refrigerated contain-
ers (combined sea-land transport; see Section 4.6.2) or swap 
bodies (combined road-land transport; see Section 4.6.4).
 Road transport refrigeration systems (with the exception of 
containers) are truck-mounted systems. The refrigerants histori-
cally used were CFC-12, R-502 and HCFC-22. New systems 

are using HFC-134a, R-407C, R-404A, R-410A and decreasing 
amounts of HCFC-22. There are about 1 million vehicles in op-
eration, and annual refrigerant use for service is reported to be 
20−25% of the refrigerant charge. These high leakage rates call 
for additional design changes to reduce leakage, which could 
possibly follow the lead of newer mobile air-conditioning sys-
tems. Another option would be for systems to use refrigerants 
with a lower global-warming potential (GWP).
 The non-HFC refrigerant hydrocarbons, ammonia and car-
bon dioxide are under evaluation, and in some cases these are 
being used for transport applications in the various sectors, with 
due consideration for regulatory, safety and cost issues. Fishing 
trawlers in the North Pacific Ocean already use ammonia for re-
frigeration, with a smaller number of trawlers using R-404A or 
R-507A. Carbon dioxide is a candidate refrigerant for low-tem-
perature refrigeration, but the specific application conditions 
must be carefully considered. Carbon dioxide systems tend to-
wards increased energy consumption during high-temperature 
ambient conditions, which may be significant when containers 
are closely stacked on-board ships, leading to high condensa-
tion/gas cooler temperatures because of lack of ventilation. In 
the case of reefer ships and fishing vessels, a promising alter-
native technology is equipment with ammonia/carbon dioxide 
systems. These systems have similar energy efficiency to exist-
ing refrigeration systems but higher initial costs.
 Low GWP refrigerant options will technically be available 
for transport refrigeration uses where fluorocarbon refrigerants 
are presently used. In several cases, these low GWP options 
may increase the costs of the refrigeration system, which is an 
important consideration for owners of transport equipment. A 
technology change from an HFC, such as R-404A, to a low-
GWP fluid will usually lead to a reduction of TEWI, if the en-
ergy consumption is not substantially higher than in existing 
systems. 
 The total amount of refrigerants banked in transport re-
frigeration was 16,000 tonnes in 2002, with annual refrigerant 
emissions of 38% of banked system charge consisting of CFCs, 
HCFCs and HFCs.
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4.1 Introduction

The availability and application of refrigeration technology is 
critical to a society’s standard of living. Preservation through-
out the food chain and medical applications are examples of 
key contributors to quality of life. Integrated energy consump-
tion information is not available, but this largest demand sector 
for refrigerants is estimated to use about 9% of world power 
generation capacity (Bertoldi, 2003; EC, 2003; ECCJ, 2004; 
EIA, 2004; ERI, 2003; UN-ESCAP, 2002, Table 1.1.9). This 
consumption of global power-generation capacity means that 
the relative energy efficiency of alternatives can have a signifi-
cant impact on indirect greenhouse-gas (GHG) emissions. 
 Refrigeration applications vary widely in size and tempera-
ture level. Sizes range from domestic refrigerators requiring 
60−140 W of electrical power and containing 40−180 g of re-
frigerant, to industrial and cold storage refrigeration systems 
with power requirements up to several megawatts and con-
taining thousands of kilograms of refrigerant. Refrigeration 
temperature levels range from –70oC to 15oC. Nearly all cur-
rent applications use compression-compression refrigeration 
technology. The potential market size for this equipment may 
approach US$ 100,000 million annually. This diversity has re-
sulted in unique optimization efforts over the decades, which 
has resulted in solutions optimized for different applications. 
For discussion purposes, the refrigeration sector is divided into 
the five subsectors:
• Domestic Refrigeration: the refrigerators and freezers used 

for food storage primarily in dwelling units;
• Commercial Refrigeration: the equipment used by retail 

outlets for holding and displaying frozen and fresh food for 
customer purchase;

• Food Processing and Cold Storage: the equipment to pre-
serve, process and store food from its source to the whole-
sale distribution point; 

• Industrial Refrigeration: the large equipment, typically 25 
kW to 30 MW, used for chemical processing, cold storage, 
food processing and district heating and cooling;

• Transport Refrigeration: the equipment to preserve and 
store goods, primarily foodstuffs, during transport by road, 
rail, air and sea.

Data in Table 4.1 indicate that the annualized refrigerant emis-
sion rate from the refrigeration sector was 23% in 2002. This 
includes end-of-life losses. There is a wide range of annual-
ized emissions from the five subsectors, from 5% for domestic 
refrigeration to 30% for commercial refrigeration to 38% for 
transport refrigeration. For commercial refrigeration, the 30% 
annual refrigerant emissions represent typically 60% of the to-
tal emissions of GHGs resulting from system operation, the rest 
being indirect emissions from power production. This indicates 
the importance of reducing refrigerant emissions from this sec-
tor, in addition to the importance of the energy efficiency of 
systems stated above.
 

4.2 Domestic refrigeration

4.2.1 Background

Domestic refrigerators and freezers are used for food storage 
in dwelling units and in non-commercial areas such as offices 
throughout the world. More than 80,000,000 units are produced 
annually with internal storage capacities ranging from 20 litre 
to greater than 850 litre. With an estimated typical unit life of 20 
years (Weston, 1997), the installed inventory is approximately 
1500 million units. Life style and food supply infrastructures 
strongly influence consumer selection criteria, resulting in 
widely differing product configurations between different glob-
al regions. Products are unitary factory assemblies employing 
hermetically-sealed, compression refrigeration systems. These 
typically contain 50−250 g of refrigerant. 

4.2.2 Refrigerant options

Conversion of the historic application of CFC-12 refrigerant in 
these units to ozone-safe alternatives was initiated in response 
to the Montreal Protocol. Comprehensive refrigerant selection 
criteria include safety, environmental, functional, performance 
and cost requirements. A draft refrigerant selection-decision 
map and a detailed discussion of requirements were included 
in the 1998 report of the Refrigeration, Air Conditioning, and 
Heat Pumps Technical Options Committee (UNEP, 1998). The 
integration of these requirements with other potential drivers 
such as global-warming emissions reduction, capital resource 
availability and energy conservation results in a comprehensive 
analysis of refrigerant options for strategic consideration. Two 
different application areas must be addressed: (1) new equip-
ment manufacture, and (2) service of the installed base. New 
equipment manufacture can be addressed more effectively, 
since the ability to redesign avoids constraints and allows op-
timization.

4.2.2.1 New Equipment Refrigerant options
Most new refrigerators or freezers employ either HC-600a or 
HFC-134a refrigerant. Each of these refrigerants has demon-
strated mass production capability for safe, efficient, reliable 
and economic use. There are no known systemic problems with 
properly manufactured refrigerator-freezers applying either of 
these primary options. The key variables influencing selection 
between these two refrigerants are refrigerator construction de-
tails, energy efficiency, building codes, environmental consid-
erations and the economics of complying with standards. Other 
selected alternative refrigerants or selected refrigerant blends 
have had limited regional appeal, driven by either niche appli-
cation requirements or by availability of suitable compressors 
or refrigerants. Some brief comments about selected refrigerant 
use are now given.

Isobutane (HC-600a) refrigerant 
HC-600a applications use naphthenic mineral oil, the historic 
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Chapter 4: Refrigeration 233

choice for CFC-12 refrigerant, as the lubricant in the hermetic 
system. Competent manufacturing processes are required for 
reliable application but cleanliness control beyond historic 
CFC-12 practices is not required. HC-600a has a 1.8% lower 
flammability limit in air, increasing the need for proper factory 
ventilation and appropriate electrical equipment. This flamma-
ble behaviour also introduces incremental product design and 
servicing considerations. These include preventing leaking re-
frigerant access to electrical components or using sealed or non-
sparking electrical components, using proper brazing methods 
or preferably avoiding brazing operations on charged systems, 
and ensuring a more robust protection of refrigerant system 
components from mechanical damage to help avoid leaks. 
 HFC-134a refrigerant: HFC-134a applications require syn-
thetic polyolester oil as the lubricant in the hermetic system. 
This oil is moisture sensitive and requires enhanced manufactur-
ing process control to ensure low system moisture level. HFC-
134a is chemically incompatible with some of the electrical 
insulation grades historically used with CFC-12. Conversion to 
the electrical insulation materials typically used for HCFC-22 
applications may be necessary. HFC-134a is not miscible with 
silicone oils, phthalate oils, paraffin oils or waxes. Their use 
should be avoided in fabrication processes for components in 
contact with the refrigerant. Common items for concern are mo-
tor winding lubricants, cutting fluids in machining operations 
and drawing lubricants. Careful attention to system cleanliness 
is required to avoid incompatible contaminants. Trace con-
taminants can promote long-term chemical degradation within 
the system, which can reduce cooling capacity or cause sys-
tem breakdown. Necessary process controls are not technically 
complex but do require competent manufacturing practices and 
attention to detail (Swatkowski, 1996).

Isobutane (HC-600a)/propane (HC-290) refrigerant blends 
The use of these hydrocarbon blends allows matching CFC-12 
volumetric capacity and avoids capital expense for retooling 
compressors. These blends introduce design and manufacturing 
complexities. For example, they require charging techniques 
suitable for use with blends having multiple boiling points. The 
use of HC-600a/HC-290 blends in Europe during the 1990s was 
an interim step towards a final transition to HC-600a using re-
tooled compressors. Unique application considerations are con-
sistent with those discussed above for HC-600a.

Other refrigerants and refrigerant blends 
Example applications of additional refrigerants in new equip-
ment include HC-600a/HFC-152a blends in Russia, HCFC-
22/HFC-152a blends in China and HCFC-22 replacing R-502 
in Japan. These all are low volume applications supplementing 
high-volume primary conversions to HC-600a or HFC-134a 
refrigerant. Demand for all refrigerants other than HC-600a 
and HFC-134a totals less than 2% of all Original Equipment 
Manufacturer (OEM) refrigerant demand (UNEP, 2003). These 
special circumstance applications will not be further discussed 
in this report.

4.2.2.2  Service of existing equipment
Service options range from service with original refrigerant, to 
drop-in, where only the refrigerant is changed, to retrofit, which 
changes the refrigerant and other product components to ac-
commodate the specific refrigerant being used. Several binary 
and ternary blends of various HFC, HCFC, PFC and hydrocar-
bon refrigerants have been developed to address continuing 
service demand for CFC-12. These blends are tailored to have 
physical and thermodynamic properties compatible with the 
requirements of the original CFC-12 refrigerant charge. Their 
application has been successful and is growing. Some of these 
are near-azeotrope blends; others have disparate boiling points 
or glide. If refrigerants and lubricants other than original design 
specification are proposed for use, their compatibility with the 
specific refrigerator-freezer product configuration and its com-
ponent materials must be specifically reviewed. An extended 
discussion of domestic refrigerator service options was includ-
ed in the 1998 Report of the Refrigeration, Air Conditioning 
and Heat Pumps Technical Options Committee (UNEP, 2003). 

4.2.3 Not-in-kind alternatives

Alternative refrigeration technologies such as the Stirling cycle, 
absorption cycle, thermoelectrics, thermoacoustics and magnet-
ic continue to be pursued for special applications or situations 
with primary drivers that differ from conventional domestic re-
frigeration. Two examples of unique drivers are portability or 
absence of dependence on electrical energy supply. The 1994 
Report of the Refrigeration, Air Conditioning and Heat Pumps 
Technical Options Committee concluded that no identified tech-
nology for domestic refrigerator-freezers was competitive with 
conventional compression-compression technology in terms of 
cost or energy efficiency (UNEP, 1994). The 1998 and 2002 
reports of this committee reaffirmed this conclusion (UNEP, 
1998; UNEP, 2003). No significant near-term developments are 
expected to significantly alter this conclusion.

4.2.4 Energy efficiency and energy standards

Relative refrigerator energy efficiency is a critical parameter 
in the assessment of alternatives. In practice, similar refrigera-
tion system efficiency results from the use of either HFC-134a 
or HC-600a refrigerant. Independent studies have concluded 
that the relative energy efficiencies of these two primary al-
ternatives are comparable. Efficiency differences from normal 
manufacturing variation exceed the differences introduced by 
the refrigerant choice (Sand et al., 1997; Fischer et al., 1994; 
D&T, 1996; Wenning, 1996). Energy efficiency of a product 
is strongly influenced by configuration, component hardware 
selection,”thermal insulation, heat exchange surfaces and con-
trol algorithms. Effective options are readily available from 
multiple commercial sources. The improved energy efficiency 
of domestic refrigeration products is a national initiative in 
several countries. Energy labelling and energy standards are 
both being effectively used to facilitate these initiatives. The 
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Collaborative Labelling and Appliance Standards Program 
(CLASP) maintains a website with substantive information 
including links to various national programmes (URL: http://
www.clasponline.org). 

Energy standards and tests procedures 
Energy test procedures provide the basis for energy regulations 
and labelling initiatives. These test procedures must be repro-
ducible and repeatable and should ideally provide an indica-
tion of energy consumption under consumer use conditions. 
They should also provide an effective amendment protocol to 
accommodate evolving product technologies. Test procedures 
have been developed by several global standards organizations. 
The tests are different, and the results from one should never 
be directly compared with the results from another. Each can 
provide a relative energy consumption value for the test condi-
tions specified. The interested reader is referred to instructive 
discussions and comparisons of energy test procedures, their 
limitations and their future needs (Bansal and Kruger, 1995; 
Meier and Hill, 1997; Meier, 1998).

4.2.5 Consumption and consumption trends

Table 4.2 presents consumption of the three most used domestic 
refrigerator refrigerants during 1992, 1996 and 2000 (UNEP, 
2003). Table 4.3 presents consumption details by global re-
gion for the year 2000 (UNEP, 2003). New equipment conver-
sions from CFC-12 to ozone-safe alternatives are occurring in 
advance of the Montreal Protocol requirements. By the year 
2000, 76% of new unit production had been converted: 53% to 
HFC-134a, 21% to HC-600a and 2% to all other (UNEP, 2003). 
Subsequent developments have maintained this trend with an 
apparent increase in the percentage converting to hydrocarbon 
refrigerants. Two large market examples are the production in 
India converting to either HFC-134a or an HC-600a/HC-290 

Table 4.2. Global refrigerant demand for domestic refrigeration 
(tonnes) (UNEP, 2003; Euromonitor, 2001).

                                                           Refrigerant demand (tonnes)
Refrigerant 1992 1998 2000

New equipment   
CFC-12 10,130 4460 3330
HFC-134a - 5520 7150
HC-600a - 430 1380
Other (1) 80 200 230

Sub-total New equipment 10,210 10,610 12,090

Field service   
CFC-12 4458 5002 4484
HFC-134a - 349 391
HC-600a - 4 146
Other (2) 15 40 (3) - (3)

Sub-total Field service 4473 5395 5021

Total Global demand 14,683 16,005 17,111

(1)  HCFC-22, HFC-152a and HC-190 refrigerants
(2)  Three refrigerants above, plus numerous HFC and/or HCFC and/or HC   
 blends
(3)  Reliable demand data not available due to disperse nature of demand

Table 4.3.  Global refrigerant demand in 2000 for domestic refrigeration by global region, in tonnes (UNEP, 2003; Euromonitor, 2001).

                                           Global refrigerant demand in 2000 (tonnes)
 Region Segment(1) CFC-12 HFC-134a HC-600a Other (2) Total

 Western Europe OEM  900 770  1670
 Service 34 14 12 n.a. 60
 Eastern Europe OEM 230 420 40 30 720
 Service 180 17 4 n.a. 201
 North America OEM  2460   2460
 Service 60 60  n.a. 120
 Central and South America OEM 200 1200   1400
 Service 990 20  n.a. 1010
 Asia and Oceania OEM 2030 1900 570 200 4700
  Service 2420 230 130 n.a. 2780
 Africa and Mid-east OEM 870 270   1140
 Service 800 50  n.a. 850
 World OEM 3330 7150 1380 230 12,090
 Service 4484 391 146 n.a. 5021
 
 Total 7814 7541 1526 230 17,111

(1) OEM: Original Equipment Manufacturer
(2) n.a.: data not available
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Chapter 4: Refrigeration 235

blend (UNEP, 2000) and some units converting from HFC-134a 
to HC-600a in Japan.
 Conversion of the service demand has been less successful. 
Field service procedures typically use the originally specified 
refrigerants. The long useful product life (up to 30+ years for 
some units with an average around 20 years), large installed 
base (approximately 1500 million units) and uncertainties with 
field conversion to alternative refrigerants have resulted in a 
strong continuing service demand for CFC-12. The estimated 
percentage of refrigerators requiring post-warranty service of 
the hermetically sealed system and replacement of the origi-
nal refrigerant charge at sometime during their service life is 
1% in industrialized countries and 7% in developing countries. 
In industrialized countries this demand is typically satisfied 
with reclaimed or stockpiled CFC-12 when not contrary to 
local regulations. (Note: ‘Reclaimed’ refrigerant refers to re-
covered refrigerant that has been purified to original specifica-
tions. Unpurified recovered refrigerant should never be used in 
long-life domestic refrigerators. Probable impurities are likely 
to catalyze systems degradation and cause premature failures.) 
CFC-12 is normally the lowest cost refrigerant in developing 
countries. Regardless of location, use of the CFC-free refriger-
ant service blends mentioned above only becomes significant 
when CFC-12 availability becomes limited. Since post-war-
ranty service is typically provided by small, independent busi-
nesses, reliable service demand data are not available. Further, 
the limited capital resources in developing countries promotes 
the labour-intensive refurbishing of units compared to retire-
ment and replacement with new units. This not only prolongs 
the phase-out of CFC-12, but also results in increased failure 
rates from the highly variable quality of workmanship. 

4.2.6 Factors affecting emissions

A text-box example included in Chapter 3 of this report (see 
Table 3.5) tabulates emission factors which must be considered 
for comprehensive Life Cycle Climate Performance (LCCP) or 
Total Equivalent Warming Impact (TEWI) of domestic refriger-
ation design options. There are two general types of emissions: 
direct, which for discussion of the refrigerant choice are limited 
to the refrigerant itself; and indirect, which depends on the re-
frigerator design and the infrastructures of supporting services 
in the use environment (Sand et al., 1997). The emission of 
insulating foam blowing-agents is not addressed in this chapter. 
Insulating foam is addressed in Chapter 7 

Direct emissions 
Efficient factory operations and effective process and product 
designs will minimize emissions at the start of the product life 
cycle. Significant process variables include refrigerant trans-
fer and storage, charge station operations, maintenance proto-
cols and factory process efficiencies. Key refrigerator design 
variables include hermetic-system internal volume, number of 
joints, mechanical fatigue and abuse tolerance and, of course, 
the choice of refrigerant. Domestic refrigerators contain refrig-

erant in factory-sealed, hermetic systems. Once sealed, refriger-
ant emission can only occur if there is a product defect or qual-
ity issue. Typical examples are brazing defects or containment 
component fatigue. In all cases, excluding life-ending failures, 
the defect will require the product hermetic system to be re-
paired. Variables influencing emissions during service include 
refrigerant recovery procedure usage and efficiency, charge 
technique employed, technician training and technician work 
standards. Refrigerant recovery during service is practiced in 
many countries. The small refrigerant charge quantity, typically 
50−250 g per unit, make this recovery economically unattract-
ive. Regulations and non-compliance penalties are usually re-
quired to provide incentives for recovery. Audits and refrigerant 
charge logs can provide useful metrics for the quality of refrig-
erant recovery practices.
 Clodic and Palandre (2004) have detailed worldwide refrig-
erant bank and emissions data for domestic refrigerators (see 
Table 4.1). CFC emissions for domestic refrigeration in 2002 
were estimated to be 8000 tonnes. HFC emissions for domestic 
refrigeration in 2002 were estimated to be 0.3% of the domes-
tic refrigerant bank, or 500 tonnes. Domestic HFC refrigerant 
emission estimates will have increased in 2015 to 3000−8000 
tonnes, dependent on the extent of refrigerant containment and 
recovery assumed. 
 With a typical 20-year lifespan, refrigerator end-of-life re-
tirement and disposal happens to about 5% of the installed base 
every year. In quantified terms this means approximately 75 
million refrigerators containing approximately 100 g per unit 
or 7500 total tonnes of refrigerant are retired and disposed of 
annually. For the next few years, or possibly even decades, 
CFC-12-containing product will continue to be a significant 
fraction of the waste stream. As is the case for service recovery, 
the small refrigerant charge makes end-of-life recovery uneco-
nomical. Equipment and procedures commonly used for refrig-
erant recovery during service can be used but recovery is more 
typically accomplished in central disposal locations. This al-
lows the use of faster, less labour-intensive procedures to mod-
erate recovery costs. Nevertheless, regulations and non-com-
pliance penalties normally provide incentives for this recovery. 
Regulating agencies in various global regions administer these 
requirements and are an appropriate source for further informa-
tion. 

Indirect emissions 
Product design affects indirect emissions through refrigerator 
operating efficiency, and ease of refrigerator disassembly and 
separation for recycling. Higher efficiency units consume less 
electricity which, in turn, proportionately reduces the emis-
sions derived from electrical power generation and distribution. 
Parameters influencing energy efficiency are fundamental de-
sign considerations such as heat exchangers, control efficacy, 
refrigerant systems, heat losses, parasitic power demands such 
as fans and anti-sweat heaters and product safety. The design 
approaches taken and options selected are directly related to 
the desired product features, performance and regulatory en-
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vironment. A comprehensive discussion of detailed design 
parameters is beyond the scope of this report. Information is 
commercially available from multiple sources. Example refer-
ences listing areas of opportunity are the UNEP Refrigerants 
Technical Options Committee assessment reports (UNEP, 
1994, 1998, 2003), the International Energy Agency energy ef-
ficiency policy profiles report (IEA, 2003) and the Arthur D. 
Little global comparative analysis of HFC and alternative tech-
nologies (ADL, 2002). Objective discussions of many options 
are contained in the Technical Support Documents of the US 
Department of Energy rulemakings for domestic refrigerators 
and freezers (US DOE, 1995). 

4.2.7 Comparison of emissions from alternative 
technologies

HFC-134a and HC-600a are clearly the significant alternative 
refrigerants for domestic refrigeration. Consequently, the sig-
nificant global-warming emissions comparison for this appli-
cation sector is HFC-134a compared to HC-600a. An accurate 
comparison of these is very complex. The multiple and widely 
diverse product configurations available globally are the conse-
quence of consumer needs and choices. Comparative analysis 
results will be influenced by the example scenario selected and 
its assumed details. The available degrees of freedom are too 
high to achieve a comprehensive perspective within a manage-
able number of scenarios. Any single technical solution will not 
provide an optimized solution.
 Harnisch and Hendriks (2000) and March (March, 1998) 
estimated the conversion cost from HFC-134a to HC-600a, 
expressed as unit emissions avoidance cost. Harnisch and 

Hendriks assumed no product cost or performance impact and a 
� 1 million per manufacturing site conversion cost which yield-
ed an avoidance cost of � 3.4 per tonne CO

2
-eq. March (1998) 

assumed higher product and development costs, also with no 
performance impact, which resulted in an avoidance cost of � 
400 per tonne of CO

2
. These two estimates differ by more than 

two orders of magnitude in direct emissions abatement costs 
with assumed equivalent indirect emissions. Table 4.4 summa-
rizes emission abatement opportunities with increased applica-
tion of HC-600a refrigerant in the three most common domestic 
refrigerator configurations. Estimates for manufacturing cost 
premiums, development costs and required implementation in-
vestments are also included. Emission abatement opportunities 
are based on Clodic and Palandre (2004). 
 The objective is to assess the total emissions from direct and 
indirect sources. HC-600a clearly has the advantage of mini-
mizing direct GHG emissions. Indirect emissions can dominate 
overall results using some scenarios or assumptions. The ener-
gy consumption of basic HFC-134a and HC-600a refrigeration 
systems is similar. At issue is what product modifications are re-
quired or allowed when converting to an alternative refrigerant 
and what effect these modifications have on product efficiency 
and performance. This uncertainty is particularly applicable to 
larger, auto-defrost refrigerators where a trade-off between sys-
tem efficiency and other product attributes necessary to main-
tain product safety is not obvious. The consequences of trends 
in consumer purchase choices and their influence on the rate 
of emissions reduction are also difficult to predict. LCCP and 
TEWI are powerful, complementary tools, but results are sen-
sitive to input assumptions. Assumptions should be carefully 
validated to ensure they are representative of the specific sce-

Table 4.4.  Domestic refrigeration, current status and abatement options.

 Product Configuration Cold Wall Open Evaporator   No-Frost
  Roll Bond

 Cooling capacity From   60 W   60 W 120 W
 To 140 W 140 W 250 W
 Refrigerant charge (HFC) From   40 g   40 g 120 g
 To 170 g 170 g 180 g
 Approximate percentage of sector  20 units * 100 g average 15 units * 100 g average 50 units * 150 g average
 refrigerant bank (160 kt) in configuration 18% of 160 kt 14% of 160 kt 68% of 160 kt
 Approximate percentage of sector 18% of 8950 tonnes 14% of 8950 tonnes 68% of 8950 tonnes
 refrigerant emissions (8950 tonnes) 
 in subsector
 Predominant technology HC-600a HFC-134a HFC-134a
 Other commercialized technologies HFC-134a, CFC-12 HC-600a, CFC-12 HC-600a, CFC-12
 Low GWP technologies with fair or better  R-600a HC-600a HC-600a
 than fair potential for replacement of 
 HCFC/HFC in the markets
 Status of alternatives Fully developed and in  Fully developed and in Fully developed and in
 production production production
 R-600a Mfg. Cost Premium No Premium 3−5 US$ 8−30 US$
 Capital Investment 0 45–75 million US$ 400−1500 million US$
 Emission reduction 1432 tonnes 1253 tonnes 6086 tonnes

IPCC Boek (dik).indb   236 15-08-2005   10:54:48



Chapter 4: Refrigeration 237

narios of interest.
 Several investigators have analyzed total emission scenarios 
comparing HFC-134a and HC-600a for domestic refrigeration: 
• An Arthur D. Little, Inc. LCCP study (ADL, 1999) estimat-

ed that approximately 14 grams (10% of initial charge) of 
HFC-134a would be the total net lifetime emissions from a 
domestic refrigerator in the USA regulatory environment. 
Using US power generation emission data, this equates to 
a 0.3% energy consumption increase over a typical 20-year 
product life; 

• Ozone Operations Resource Group of the World Bank 
Report No. 5: ‘The Status of Hydrocarbon and Other 
Flammable Alternatives Use in Domestic Refrigeration’ 
(World Bank, 1993) cited TEWI assessments presented 
at the 1993 German National Refrigeration Congress in 
Nurnberg. Regarding the relative refrigerant selection ef-
fects, this TEWI analysis concluded that ‘The direct con-
tribution of HFC-134a to global warming … should not be 
given serious consideration within this rough estimate be-
cause it does not amount to more than a few percent of the 
indirect contribution caused by the energy consumption of 
the appliance’ (Lotz, 1993).

4.2.8  Emission abatement opportunities

The following emission abatement opportunities are available 
for domestic refrigerators:
• Conversion to alternatives having reduced GWP: The refrig-

erant direct emission contribution ranges from less than 2% 
up to 100% of total emissions. Direct emissions of 100% re-
flect the condition where the power generation and distribu-
tion infrastructure has zero dependence on fossil fuel energy 
sources. Direct emissions favour HC-600a over HFC-134a. 
Regional regulatory and product liability considerations 
can hamper the viability of HC-600a application. Indirect 
emissions depend upon relative product energy efficiency. 
Thermodynamic cycle efficiencies of the alternatives are 
comparable. Product efficiency is dependent upon design 
attributes required to accommodate the flammability of 
HC-600a. There is no penalty with the cold-wall evaporator 
configurations common in Europe. Information concerning 
configurations commonly used for forced-convection, auto-
matic-defrost products is limited or proprietary;

• Reduction of refrigerant leakage during service life: Annual 
leakage rates for the factory-sealed, hermetic systems in do-
mestic units are typically less than 1%…This leakage typi-
cally drives service demand;

• Recovery of refrigerant during end-of-life disposal or dur-
ing field repair: Approximately 5% of the installed base are 
retired each year. The annual service call rate is significantly 
less than that. Recovery efficiency is a critical variable;

• Reduction of indirect emissions through improved product 
energy efficiency: The indirect emission contribution for do-
mestic refrigeration ranges from zero to more than 98% of 
total emissions. Current production refrigerators consume 

less than half the energy of the typically 20-year-old unit 
they replace. With a 5% yr-1 retirement rate, this translates 
to a 2.5% yr-1 improvement in indirect emissions from the 
installed base;

• Opportunities for reduced indirect emissions exist via im-
proved product energy efficiency. The IEA energy efficien-
cy policy profiles report (IEA, 2003) estimated the potential 
improvements to be 16−26%, dependent upon product con-
figuration. Average cost inflation was estimated to be � 23 
(US$ 31) for manufacturing and � 66 (US$ 88) for purchase. 
The report presents comparative Least Life Cycle Cost anal-
yses for alternatives. Arthur D. Little conducted Life Cycle 
Climate Performance studies of HFC and other refrigerant 
alternatives (ADL, 2002). Their report gives heavy domes-
tic refrigeration emphasis on the relative energy efficiency 
and Total Equivalent Warming Impact assessment of vari-
ous blowing-agent alternatives. 

4.3 Commercial refrigeration

Commercial Refrigeration is the part of the cold chain compris-
ing equipment used by retail outlets for preparing, holding and 
displaying frozen and fresh food and beverages for customer 
purchase.

For commercial systems, two levels of temperature (medium 
temperature for preservation of fresh food and low tempera-
ture for frozen products) may imply the use of different refrig-
erants. Chilled food is maintained in the range 1°C−14°C but 
the evaporating temperature for the equipment varies between 
–15 °C and 5 °C dependent upon several factors: the type of 
product, the type of display case (closed or open) and the type 
of system (direct or indirect). Frozen products are kept at dif-
ferent temperatures (from –12 °C to –18 °C) depending on the 
country. Ice cream is kept at –18 to –20 °C. Usual evaporating 
temperatures are in the range of −30 to –40 °C.
 On a global basis, commercial refrigeration is the refrigera-
tion subsector with the largest refrigerant emissions calculated 
as CO

2
 equivalents. These represent 40% of the total annual re-

frigerant emissions, see Table 11.5. Annual leakage rates high-
er than 30% of the system refrigerant charge are found when 
performing a top-down estimate (Clodic and Palandre, 2004; 
Palandre et al., 2004). This means that in an environment with 
an average energy mix, the refrigerant emissions might repre-
sent 60% of the total emissions of GHG resulting from system 
operation, the rest being indirect emissions caused by power 
production. This indicates how important emission reductions 
from this sector are. 
 There are five main practices in order to reduce direct GHG 
emissions: 
1. A more widespread use of non-HFC refrigerants;
2. Leak-tight systems;
3. Lower refrigerant charge per unit of cooling capacity;
4. Recovery of refrigerant during service and end-of-life;
5. Reduced refrigeration capacity demand.
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4.3.1 Sector background

Commercial refrigeration comprises three main types of equip-
ment: stand-alone equipment, condensing units and full super-
market systems. 
 Stand-alone equipment consists of systems where all the 
components are integrated: wine coolers, beer coolers, ice cream 
freezers, beverage vending machines and all kinds of stand-
alone display cases. This equipment is installed in small shops, 
train stations, schools, supermarkets and corporate buildings. 
Annual growth is significant. All types of stand-alone equip-
ment are used intensively in industrialized countries and are 
the main form of commercial refrigeration in many developing 
countries. These systems tend to be less energy efficient per 
kW cooling power than the full supermarket systems described 
below. A main drawback to stand-alone units is the heat rejected 
to ambient air when placed indoors. Therefore, the heat must be 
removed by the building air conditioning system when there is 
no heating requirement.
 Condensing units are used with small commercial equip-
ment. They comprise one or two compressors, a condenser 
and a receiver which are normally located external to the sales 
area. The cooling equipment includes one or more display 
cases in the sales area and/or a small cold room for food stor-
age. Condensing units are installed in specialized shops such 
as bakeries, butchers and convenience stores in industrialized 
countries, whilst in developing countries a typical application 
is the larger food retailers. 
 Full supermarket systems can be categorized by whether 
refrigerant evaporation occurs in the coolers, or whether a low-
temperature secondary heat transfer fluid (HTF) that is cooled 
centrally is circulated in a closed loop to the display cabinets 
and cold stores. The first type is termed ‘direct expansion’ or 
direct system and the second type is termed indirect system. 
Direct systems have one less thermal resistance and no separate 
fluid pumping equipment, which gives them an inherent effi-
ciency and cost advantage. The HTF circulated in an indirect 
system normally gains sensible heat, but may gain latent heat in 
the case of ice slurry or a volatile fluid like CO

2
.

 Many different designs of full supermarket systems can be 
found. Centralized systems consist of a central plant in the form 
of a series of compressors and condenser(s) located in a ma-
chinery room or an outside location. This provides refrigerant 
liquid or an HTF at the correct temperature levels to cabinets 
and cold stores in other parts of the building. Each rack of mul-
tiple compressors is usually associated with a single air-cooled 
condenser. Specific racks are dedicated to low-temperature or 
medium-temperature evaporators. The quantity of refrigerant is 
related to the system design, refrigerating capacity and refriger-
ant choice varies. The centralized systems can be either direct 
or indirect systems. Centralized direct systems constitute by far 
the largest category in use in supermarkets today. The size can 
vary from refrigerating capacities of about 20 kW to more than 
1 MW. The centralized concept is flexible in order to utilize 
heat recovery when needed (Arias, 2002).

Distributed Systems are characterized by having smaller com-
pressors and condensers close to or within the coolers, so that 
many sets of compressor/condenser units are distributed around 
the store. The compressors can be installed within the sales area 
with remote condensers. When they are installed as small packs 
with roof-mounted, air-cooled condensers, or as small packs 
adjacent to the sales area in conjunction with remote air-cooled 
condensers they are sometimes referred to as Close Coupled 
Systems. The quantity of such units could range from just a few 
to upwards of 50 for a large supermarket. They are direct sys-
tems, but when installed inside the building that may employ a 
HTF, usually water, for collecting heat from the different units.
 Hybrid systems cover a range of possibilities where there 
is a combination of types. An example is a variation of the dis-
tributed system approach, where low-temperature cabinets and 
cold stores comprise individual water-cooled condensing units, 
which are supplied by the medium-temperature HTF. Thus, in 
the indirect medium temperature section, the refrigerant charge 
is isolated mainly to the machinery room, whilst an HTF is cir-
culated throughout the sales and storage areas at this tempera-
ture level. 
 In some countries, indirect, close-coupled, distributed and 
hybrid systems have been employed in increasing number in 
recent years because they offer the opportunity of a significant 
reduction in refrigerant charge. Additionally, with indirect sys-
tems the refrigerant charge is normally located in a controlled 
area, enabling the use of low-GWP refrigerants that are flam-
mable and/or have higher toxicity. This approach has been 
adopted in certain European countries due to regulatory con-
straints on HCFCs and HFCs (Lundqvist, 2000). A review of 
possible system solutions is provided by Arias and Lundqvist 
(1999 and 2001). The close-coupled systems offer the advan-
tages of low charge, multiple compressors and circuits for part 
load efficiency and redundancy, as well as the efficiency advan-
tage of a direct system (Hundy, 1998).

4.3.2 Population/production

There is a lot of variation in the geographical distribution of 
commercial refrigeration systems, even in neighbouring coun-
tries, due to differing consumption habits, regulation of open-
ing hours, leadership of brand names, state of the economy and 
governmental regulations.
 A number of leading US and European manufacturers are 
expanding worldwide, especially into Eastern European coun-
tries and other countries with fast growing economies, such 
as: Argentina, Brazil, China, Indonesia, Mexico, Thailand and 
Tunisia. The growth of all types of commercial refrigerating 
systems in China is one of the most significant of the past 4 
years. For example, the number of small supermarkets (average 
total sales area of about 380 m2) has increased by a factor of six 
in the past 4 years.
 Table 4.5 shows the average total sales area of supermar-
kets, which differs significantly per country. The ‘hypermarket’ 
concept of selling food, clothing and all types of household 
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goods, is expanding worldwide. 
 Table 4.6 shows an estimate of supermarket and hypermar-
ket populations and Table 4.7 an evaluation of the population of 
smaller commercial units.
 It is only possible to evaluate the refrigerant quantities based 
on the number of supermarkets if additional data are used con-
cerning the total sales area of fresh and frozen food and the type 
of refrigerating system. Nevertheless in terms of the number 
of supermarkets, China represents more than 30% of the total 
global population of supermarkets (UNEP, 2003).
 For small commercial supermarkets, China represents about 
40% of the total global population, with the exception of vend-
ing machines. The growth of vending machines is still very sig-
nificant, especially in Europe (UNEP, 2003).

4.3.3 HFC and HCFC technologies, current usage and 
emissions

4.3.3.1 Refrigerant choices
Refrigerant choices for new equipment vary according to na-
tional regulations and preferences.
 Europe: Following CFC phase out for new equipment and 
servicing in Europe, commercial refrigeration tended towards 
the use of HCFC-22 and HCFC-22 blends. However, in the 
Nordic countries, the period with HCFC-22 was very short, and 
HFCs such as R-404A became the preferred solution from 1996 
onwards. Since 2000, European Regulation 2037/2000 (Official 
Journal, 2000) has prohibited HCFCs in all type of new refrig-

erating equipment. HFC-404A and HFC-507A are now the 
most commonly used refrigerants for larger capacity low- and 
medium-temperature systems, such as condensing units and all 
types of centralized systems. For stand-alone systems, HFC-
134a is used for medium-temperature applications, while both 
HFC-134a and HFC-404A are used for low-temperature appli-
cations. 
 Japan: In Japan where HCFCs are still permitted, a voluntary 
policy is followed by OEMs and more than one-third of new 
equipment employs HFCs, with the remainder using HCFC-
22. Typically, HFC-407C is used for medium temperature and 
HFC-404A for low temperature in all categories of commercial 
systems.
 USA and Russia: In the USA, HCFC-22 and HCFC-22 
blends are commonly used in existing systems, primarily for 
medium-temperature applications. HCFC-22 continues to dom-
inate new supermarket systems, but HFC-404A and HFC-507A 
are becoming more widely used. HFC-404A and HFC-134a are 
used in new stand-alone equipment. These trends are also seen 
in Russia, where alternatives include HFC-134a, HCFC-22 and 
HCFC-22 blends as well as HFC-404A in a broad range of com-
mercial equipment.
 Developing countries: Stand-alone equipment is the main 
form of commercial refrigeration in developing countries, with 
condensing units being used by larger food retailers. CFCs, 
HCFCs and HFCs are all being used, with trends towards HFCs 
HFC-134a and HFC-404A in the future.
 In China, HCFC-22 and HFC-134a are the major refriger-
ants for commercial refrigeration, with R-404A showing rapid 
growth. Only limited amounts of CFC-12 and R-502 are in use, 
as most of the systems designed for these refrigerants have con-
verted to HFC-134a and R-404A. HCFC blends have very little 
application, as Chinese regulatory groups prefer to switch di-
rectly to HFCs instead of using any transitional HCFC blends.

4.3.3.2 Emissions
Emission rates derived with a bottom-up approach suggest a 

Table 4.5. Typical sales areas of supermarkets in selected countries 
(UNEP, 2003).

 Brazil China France Japan USA

Average surface  
680 510 1500 1120 4000of supermarkets (m2)

Average surface of  
3500 6800 6000 8250 11,500hypermarkets (m2)

Table 4.6. Number of supermarkets and hypermarkets (UNEP, 2003).

 Number of  Number of 
 Supermarkets Hypermarkets

EU 58,134 5410
Other Europe 8954 492
USA 40,203 2470
Other America 75,441 7287
China 101,200 100
Japan  14,663 1603
Other Asia 18,826 620
Africa, Oceania 4538 39
Total 321,959 18,021

Table 4.7. Evaluation of the number of items of commercial equip-
ment (UNEP, 2003).

 Condensing  Hermetic  Vending
 Units groups in  Machines
  stand alone 
  equipment
  
EU 6,330,500 6,400,700 1,189,000
Other Europe 862,000 754,700 113,900
USA 247,500 217,400 8,807,900
Other America 3,321,300 2,430,600 411,800
China 13,000,000 12,316,600 385,000
Japan 2,216,000 2,470,600 2,954,500
Other Asia 5,750,400 5,750,600 758,200
Africa, Oceania 843,700 831,400 87,000
Total 32,571,400 31,172,600 14,707,300
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global annual emissions rate from the commercial refrigeration 
sector of 30% of the refrigerant charge (leakage and non-re-
covery) (Palandre et al., 2004). Expressed in CO

2
 equivalents, 

commercial refrigeration represents 40% of total annual refrig-
erant emissions, see Table 4.1. The emission levels (including 
fugitive emissions, ruptures, emissions during servicing and at 
end-of-life) are generally very high, especially for supermarkets 
and hypermarkets. The larger the charge, the larger the average 
emission rate. This is due to the due to the very long pipes, the 
large numbers of fittings and valves, and the huge emissions 
when ruptures occur. 
 In the 1980s, the reported average commercial refrigera-
tion emission rates for developed countries were in the range 
of 20−35% of refrigerant charge per year (Fischer et al., 1991; 
AEAT, 2003; Pedersen, 2003). The high emission rates were due 
to design, construction, installation and service practices being 
followed without an awareness of potential environmental im-
pact. In some countries emissions from these systems have been 
decreasing due to industry efforts and governmental regulations 
with respect to refrigerant containment, recovery and usage re-
cord keeping, increased personnel training and certification, 
and improved service procedures, as well as increased attention 
for many system mechanical details including the reduction or 
elimination of threaded joints and a reduction in the number of 
joints in refrigerating systems. 
 Recent annualized emission rates in the range of 3−22% (av-
erage of 18%) were reported for 1700 supermarket systems in 
several European countries and the USA. The country-specific 
data and references are listed in Table 4.8. It may be concluded 
that if the emission estimates of Palandre et al. (2003 and 2004) 
are correct, the above-reported values of 3−22% must represent 
selected company data within countries that have a strong em-
phasis on emission reductions.
 Emission rates vary considerably between equipment cat-
egories. Annual emission rates for the several categories are 
listed in Table 4.9. Individual system leak rates, however, can 

range from zero to over 100% yr-1. It should also be noted that 
end-of-life recovery data are mostly not included, and therefore 
the annual average leakage rates may be 5−10% higher than the 
values given in the tables.
 It is important to note that in certain cases, data collection 
should be considered in context. Some of the base data used 
in emission and emission projection studies has been collated 
from telephone interviews, and other similar techniques, from 
historical reports. This reliance on anecdotal data may suggest 
underestimated emissions, since both the end-users and refrig-
eration contractors have an interest in reporting low values be-
cause of exposure of poor practices and the threat of restrictive 
legislation. 
 As well as measures designed to decrease emissions, there 
are also drivers – typically at field level – that inhibit emis-
sion reduction and must be addressed at a policy level. These 
include partial success in finding system leaks, end-users em-
ploying contractors on an ‘as-the-need-arises’ basis rather than 
a preventative basis, additional attendance time for refrigerant 
recovery and leak testing, and a financial incentive for contrac-
tors to sell more refrigerant to the end-user.
 There have been important observations on system emission 
characteristics and how emission reductions have been accom-
plished. Some are listed below.
 In the Netherlands, emissions have been significantly re-
duced through national mandatory regulations established in 
1992 for CFCs, HCFCs and HFCs. These measures have been 
assisted by an industry supported certification model (STEK, 
which is the abbreviation for the institution for certification of 
practices for installation companies in the refrigeration busi-
ness). Elements of the regulation are detailed by Gerwen and 
Verwoerd (1998), and include the technical requirements to im-
prove tightness, system commissioning to include pressure and 
leakage tests, refrigerant record keeping, periodic system-leak 
tightness inspections, and maintenance and installation work 
by certified companies and servicing personnel (Gerwen and 
Verwoerd, 1998). The STEK organization was founded in 1991 
to promote competency in the handling of refrigerants and to 
reduce refrigerant emissions. STEK is responsible for company 
certification, personnel certification and the setting-up of train-

Table 4.8. Leakage rates of supermarket refrigeration systems.

Country Year(s) Annual  References
  Refrig. Loss

The Netherlands 1999 3.2 Hoogen et al., 2002 
Germany 2000−2002 5-10% Birndt et al., 2000; 
   Haaf and 
   Heinbokel, 2002
Denmark 2003 10% Pedersen, 2003
Norway 2002−2003 14% Bivens and Gage,  
   2004
Sweden 1993 14% Bivens and Gage, 
 1998 12.5% 2004
 2001 10.4%
United Kingdom 1998 14.4% Radford, 1998
USA 2000−2002 13%, 18%,  Bivens and Gage,  
  19%, 22% 2004

Table 4.9. Indicative leakage rates from commercial refrigeration 
equipment categories found in the literature.

Category Annual  References
 Refrigerant 
 Loss

Stand-alone hermetic ≤1% March, 1999;  
  ADL, 2002
Small condensing unit 8−10% March, 1999;   
  AEAT, 2003
Centralized direct (DX) 3−22% Several; see main text
Distributed 4% ADL, 2002
Indirect (secondary loop) 2−4% ADL, 2002
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ing courses. 
 The success of the Dutch regulations and the STEK orga-
nization in reducing refrigerant emissions was demonstrated 
by the results from a detailed study in 1999 of emission data 
from the refrigeration and air conditioning sectors. For com-
mercial refrigeration, annual refrigerant emissions (emissions 
during leakage plus disposal) as low as 3.2% of the total bank of 
refrigerant contained in this sector were reported (Hoogen and 
Ree, 2002). 
 In Germany, the report by Birndt et al. (2000) found that 
no leaks were identified in 40.3% of the systems, 14.4% of the 
leaks contributed to 85% of the refrigerant loss and 83% of 
the leaks occurred in the assembly joints. The report by Haaf 
and Heinbokel (2002) was on R-404A systems in medium- and 
low-temperature supermarket refrigeration. Data was taken on 
systems installed after 1995 with improved technologies for 
leak tightness, plus a reduction of refrigerant fill quantities by 
15%. Annual leakage rates were determined to be 5% of charge, 
which represented a 10% reduction on the level reported in pre-
vious years. 
 The data from Sweden showed annual refrigerant losses de-
creasing from 14% in 1993 to 10.4% in 2002 (Bivens and Gage, 
2004), with the lower emissions being attributed, in part, to an 
increased application of indirect cooling systems with reduced 
refrigerant charges in supermarkets. 
 A set of 2000–2001 USA emissions data were available for 
223 supermarkets in the California South Coast Air Quality 
Management District (Los Angeles area). The data were re-
ported in system charge sizes from 23 kg up to 1285 kg. Over 
the two-year period, 77% of the smaller charge size systems 
(23−137 kg) required no refrigerant additions, 65% of the me-
dium charge size systems (138−455 kg) required no refrigerant 
additions and 44% of the larger charge size systems (456−1285 
kg) required no refrigerant additions. These are the outcomes 
expected, based on larger charge size systems having longer 
piping runs, more assembly joints, more valves and more op-
portunities for refrigerant leakage. For the 223 supermarkets, 
total averaged refrigerant emission rates were 13% of charge in 
2000, and 19% in 2001 (Bivens and Gage, 2004).
 The data from Germany and the USA indicate that, since 
the average emission rates include systems with no emissions, 
the leaking systems have higher loss rates than the averages. 
This amplifies the importance of monitoring refrigerant charge 
using sight glasses and liquid levels, and of periodic checking 
with leak detectors. These both represent a significant oppor-
tunity for identifying and repairing high leakage rate sources. 
Procedures for emission reduction have been developed by 
ANSI/ASHRAE, 2002.
 The trend away from the ozone-depleting CFCs and HCFCs, 
and towards an increased use of HFCs means, that despite lower 
leakage rates, HFC leakage from refrigeration is set to increase 
considerably. For example in Europe, a 50% cut in leakage rates 
due to the initiation of STEK-like programmes in every mem-
ber state would result in emissions rising from 2.5–4.3 Mtonnes 
CO

2
-eq  in 1995 to around 30 Mtonnes CO

2
-eq in 2010, in-

stead of 45 Mtonnes CO
2
-eq under a business-as-usual scenario 

(Harnisch and Hendriks, 2000; Enviros, 2003).
 The continuing collection of reliable emissions data is an 
important factor in getting a clear picture of the leakage situa-
tion and thereby establishing progress in the reduction of refrig-
erant emissions. Palandre et al. (2003 and 2004) and US EPA 
(2004) report two global programmes for the collection of such 
data. Data from the Clodic and Palandre (2004) permits the cal-
culation of the worldwide commercial refrigeration emission 
rate for the year 2002 and this amounted to 30% of the com-
mercial refrigeration systems inventory. The US EPA model 
information also permits the calculation of a potential 20−30% 
reduction business-as-usual HFC emissions from commercial 
refrigeration in the year 2015, by applying abatement options 
that require a more aggressive leak detection and repair and the 
increased use of distributed and indirect systems (Bivens and 
Gage, 2004). 

4.3.4 Non-HFC technologies (vapour compression)

A number of HCs, ammonia and CO
2
 systems of different re-

frigerating capacities have been installed in various European 
countries during the past 5 years. A few examples of these are 
now given. 

4.3.4.1 Stand-alone equipment and condensing units
Some well-established beverage companies and ice cream 
manufacturers have recently stated (2000−2001) that by 2004 
they will no longer purchase new equipment that uses HFCs in 
their refrigerant systems, provided that alternative refrigerants 
or technologies become available at an acceptable cost. HCs, 
CO

2
 and Stirling technology are being evaluated by one of the 

companies (Coca Cola, 2002). The HFC-free strategy of the 
companies were confirmed during June 2004 (RefNat, 2004).

4.3.4.1.1 Hydrocarbons
Various companies in several countries have developed vend-
ing machines and small commercial equipment using HCs. 
The equipment uses HC-600a, HC-290 and HC-based blends. 
Limitations on charge sizes are specified by safety standards 
(e.g. EN 378, IEC 60335-2-89), where maximum amounts per 
circuit are 2.5 kg, 1.5 kg and 150 g, dependent on the applica-
tion. Nevertheless, HC charges tend to be about 50% less than 
equivalent HFCs and HCFCs due to lower densities which 
minimize the impact of such limits. Recent developments with 
charge-reduction techniques (Hoehne and Hrnjak, 2004) sug-
gest that charges for future systems will become even less. 
Christensen (2004) reports on the experience with stand-alone 
equipment installed in a restaurant in Denmark. Results from a 
detailed quantitative risk assessment model that examined the 
safety of hydrocarbons in commercial refrigeration systems are 
reported in Colbourne and Suen (2004).

4.3.4.1.2 Carbon dioxide (CO2) 
CO

2
 is being evaluated by a European company interested in 
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developing stand-alone equipment with a direct expansion CO
2
 

system (Christensen, 1999) and is also one of the refrigerants 
being evaluated by Coca Cola (2002). The company confirmed 
their HFC-free strategy in June 2004 and announced that CO

2
-

based refrigeration is their current choice for future equipment 
(Coca Cola, 2004). R&D activities for CO

2
-based solutions 

have also been announced by another company (McDonalds, 
2004).

4.3.4.2 Full supermarket systems

4.3.4.2.1 Direct systems

CO2 direct systems
CO

2
 is non-flammable, non-toxic and has a GWP value of only 

1. It is therefore highly suited for use in direct refrigeration sys-
tems, as long as acceptable energy efficiency can be achieved 
at a reasonable cost. There are two basic types of CO

2
 direct 

systems using only CO
2
 as a refrigerant and cascade systems. 

 Direct systems using only CO
2
 as a refrigerant have been 

developed with a transcritical/subcritical cycle, depending on 
ambient temperature, for both low- and medium-temperature 
refrigeration are developed. In addition to giving a totally non-
HFC solution, reduced pipe diameters due to higher pressures, 
good heat transfer characteristics of CO

2
 and the possibility to 

obtain energy efficient heat recovery can be mentioned. Five 
medium-sized supermarkets have been installed with this con-
cept by the beginning of June 2004, in addition to some smaller 
field test systems (Girotto and Nekså, 2002; Girotto et al. 2003; 
Girotto et al. 2004).
 Cascade systems are being developed with CO

2
 at the low-

temperature stage associated with ammonia or other refriger-
ants (R-404A for example) at the medium-temperature stage. 
Several of these systems have been installed in the field and are 
currently being evaluated in different European countries. Haaf 
and Heinbokel (2003) have described 33 such CO

2 
cascade sys-

tems from one manufacturer that were in service in 2003. It 
is emphasized that this technology could receive widespread 
interest because it has also been developed for the food industry 
(Rolfsmann, 1999; Christensen, 1999).
 In addition to these two options, a third distributed system 
concept was described by Nekså et al. (1998). Self-contained 
display cabinets, each with CO

2
 refrigeration units, are con-

nected to a hydronic heat-recovery circuit that heats service 
water and buildings. A large temperature glide in the hydronic 
circuit, typically 50−60 K, and a correspondingly low volume 
flow rate and small pipe dimensions can be achieved by using 
the transcritical CO

2
 process. Waste heat with a high tempera-

ture (70−75oC) is available for tap water and/or space heating. 
Excess heat is ejected to the ambient air. 
 The Institute of Refrigeration in London has released a 
‘Safety Code for Refrigerating Systems Utilizing Carbon 
Dioxide’. This contains a lot of relevant information despite 
much of the focus being on larger capacity industrial sized sys-
tems.

4.3.4.2.2 Indirect systems

Ammonia and hydrocarbons (HCs)
The quantity of ammonia can be 10% of the usual HFC refriger-
ant charge, due to indirect system design and the thermodynam-
ic properties such as latent heat vaporization and liquid density 
(Presotto and Süffert, 2001). For HCs, the refrigerant charge 
is typically 10% of the direct system HFC reference charge 
(Baxter, 2003a,b).
 In Northern Europe, ammonia or HCs (including HC-1270, 
HC-290 and HC-290/170 blends) have been used as refriger-
ants for the same type of indirect systems. For safety purposes, 
the refrigerant circuits are either separated in a number of inde-
pendent circuits to limit the charge of each system or a number 
of independent chiller circuits are used (Powell et al., 2000).

Heat transfer fluids (HTF)
The HTFs used in indirect systems require special attention, 
especially at low temperatures where pumping power may be 
excessive. The choice of the correct HTF to obtain the desired 
energy efficiency is critical and a handbook on fluid property 
data is available from IIR/IIF (Melinder, 1997).

CO2 as a heat transfer fluid
For indirect systems, CO

2
 can be used as either a standard HTF 

without phase change or as a two-phase HTF that partially 
evaporates in the display case evaporators and condenses in the 
primary heat exchanger.
 At low temperatures, phase-changing CO

2
 HTF shows 

promising results. Due to the viscosity constraint of other al-
ternatives at low temperatures and the good heat transfer prop-
erties of CO

2
, the use of CO

2
 as a low-temperature HTF has 

received more consideration than the alternatives. When CO
2
 

is used with phase change, the diameter of the tubes can be 
significantly reduced, and the heat transfer in the display case 
heat-exchanger is far more effective. If the temperature can be 
maintained below –12°C, traditional technologies in which the 
tubes and heat exchanger are designed for a maximum operat-
ing pressure of 25 bar, are possible. About 50 such systems are 
in operation in Europe. Expansion vessels, cold finger concepts 
or simply using the cold stored in the goods, are possible alter-
natives for keeping the pressures within acceptable limits.

Ice slurry as a heat transfer fluid
An interesting new technology for medium temperature, which 
offers the possibility of energy storage and high-energy efficien-
cy, is indirect systems that use ice slurry as the HTF. Research 
has been carried out in some pilot installations. A handbook 
is currently being developed by the International Institute of 
Refrigeration and several recent papers on various aspects of 
the technology are described in Egolf and Kauffeld (2005).
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4.3.5 Not in-kind technologies (non-vapour 
compression)

There are very few examples of the successful implementation 
of ‘not-in-kind’ technologies in this sector. One possible ex-
ample is the Stirling cycle. For low capacity, high-temperature 
lift applications in particular (>60 K), the Stirling cycle may 
reach competitive COP values. Although Stirling systems have 
been developed, cost is still an issue (Lundqvist 1993; Kagawa, 
2000). This technology is also being evaluated for display cabi-
nets (Coca Cola, 2002). Another interesting recent technology 
is thermoacoustic refrigeration (Poese, 2004).
 Heat-driven cycles have not found their way into commer-
cial refrigeration. The use of heat-driven cycles such as absorp-
tion and adsorption in supermarkets have been discussed in 
literature (Maidment and Tozer, 2002). Some attempts with so-
lar-driven refrigeration for fresh food handling have also been 
developed and tested (Pridasawas and Lundqvist, 2003). The 
use of sorption technologies for dehumidification, thus lower-
ing the cooling load on display cabinets, is an interesting op-
tion.

4.3.6 Relevant practices to reduce refrigerant emissions

As stated at the beginning of this section, several abatement 
strategies can be used to reduce refrigerant greenhouse gas 
emissions. New design ideas have been mentioned throughout 
the chapter and these may be summarized as a general trend 
towards lower refrigerant charge, using direct or indirect sys-
tems, and the use of non-HFC refrigerants such as ammonia, 
CO

2
 or HCs. These options should be considered on the basis of 

a balanced evaluation of refrigerant emission reductions, initial 
investment costs, safety, operating costs and energy consump-
tion.
 The European Commission has proposed a new regulation 
to reduce the emissions of fluorinated greenhouse gases, includ-
ing HFCs from refrigeration equipment. In addition to a gen-
eral obligation to avoid leakage, installations with over 3 kg of 
charge will require at least annual inspections, and a refrigerant 
detector will be required for systems over 300 kg. Reports will 
also be required for the import and export of refrigerants, and 
end-of-life recovery, recycling or destruction of the refriger-
ant. Additional information on country initiatives for refriger-
ant conservation is described in the 2002 UNEP TOC report, 
Sections 4.7 and 10.1 to 10.9 (UNEP, 2003).
 Several programmes, for example in the Netherlands and 
Sweden, have shown good results with respect to leakage miti-
gation for existing plants. A common denominator has been a 
combination of regulation, education and accreditation of ser-
vice personnel (STEK, 2001). In Denmark and Norway a tax 
on refrigerants in proportion to their GWP value has proven 
successful in curbing emissions and promoting systems that use 
non-HFC refrigerants.
 A reduction of the refrigeration capacity demand, for ex-
ample by using better insulation and closed rather than open 

cabinets, might indirectly reduce refrigerant emissions, but also 
the power consumption of a supermarket. Design integration 
with air-conditioning and heating systems are also important 
measures in this respect.

An interesting development in new design tools for supermar-
kets, opens up new possibilities for improving the design of 
systems using an LCC perspective, which favours more energy 
efficient systems with lower operating costs (Baxter, 2003a,b).

4.3.7 Comparison of HFC and non-HFC technologies

The current rapid developments in the subsector are moving 
the targets for energy efficiency, charge reduction and cost. 
This makes a comparison between technologies difficult. 
Furthermore, the relatively complex links between energy ef-
ficiency, emissions and the costs of systems and their mainte-
nance means that it sis difficult to make fair comparisons. 

4.3.7.1 Energy consumption of supermarkets
Depending on the size of the supermarket, the refrigeration 
equipment energy consumption represents between 35−50% of 
the total energy consumption of the store (Lundqvist, 2000). 
This ratio depends on a number of factors such as lighting, air 
conditioning, and so forth. For typical smaller supermarkets 
of around 2000 m2, refrigeration represents between 40−50% 
of the total energy consumption and for even smaller stores it 
could be up to 65%. 
 New, high-efficiency commercial supermarkets have been 
designed in some European countries and the USA by using a 
number of efficient technologies. These references can be seen 
as prototypes and one example from UK presents energy con-
sumption figures which are a factor of two lower compared to 
usual stores (Baxter, 2003a,b). Most examples however show 
reductions of between 10−20%. 
 The high annual growth rate of stand-alone equipment, 
which tends to be less energy efficient per kW cooling power 
than centralized systems, should be addressed. Integrating heat 
rejection from the individual cabinets in a water circuit may 
be one way of obtaining improved energy efficiency. Excessive 
heat rejection within the store might also lead to an increased 
demand for air conditioning, further increasing the energy de-
mand. 

4.3.7.2 Energy efficiency of direct systems
The energy efficiency of refrigeration systems first of all de-
pends on the temperature levels for which refrigeration is pro-
vided and on the global design of the system. Measurements 
of system efficiency can be found in the literature, for example 
in UNEP (2003). However, comparisons of different systems 
are often difficult because the boundary conditions are rarely 
comparable. 
 Potential energy-saving measures may be divided into four 
different groups: advanced system solutions, utilization of nat-
ural cold (free cooling), energy-efficient equipment (display 
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cases, efficient illumination, night curtains, etc.) and indoor cli-
mate/building-related measures. Energy-efficient illumination 
has the double effect of reducing loads on display cases as well 
as direct electric consumption. Heat recovery from condensers 
is sometimes preferred in cold climates but internal heat gen-
eration from plug-in units and illumination is often enough to 
heat the premises (Lundqvist, 2000).
 The refrigeration system efficiency also depends on a num-
ber of parameters: pressure losses related to the circuit length, 
system control and the seasonal variation of the outside temper-
ature. For a number of global companies energy consumption, 
and with this the energy efficiency of refrigerating systems, has 
become an important issue, especially in countries where elec-
tricity prices are high. One approach to energy savings is to 
utilize ‘floating condensing temperature’ in which the condens-
ing temperature follows ambient temperature. The issue of cli-
mate change and the desire to reduce GHG emissions has also 
heightened the interest in increasing the energy efficiency.

4.3.7.3 Energy efficiency and cost of indirect systems
The evaluation of the additional energy consumption related to 
indirect systems is an ongoing process. Direct field comparisons 
between direct and indirect systems are difficult (Lundqvist, 
2000; Baxter, 2003a). Moreover, the main driver for centralized 
systems is initial cost. Due to the design of heat exchangers in 
display cases (especially medium-temperature, open-type) the 
performances of some indirect systems can be equal or even 
slightly better than direct systems (Baxter, 2003a). For low tem-
peratures, the energy penalty can be substantial depending on 
the design. 
 On the other hand, the relative energy consumption of in-
direct systems − compared to conventional direct expansion 
systems − can show an increased energy consumption of up 
to 15%. Conclusions can only be drawn if reference lines for 
the energy consumption of centralized systems are plotted in 
which the origin of energy inefficiencies are apparent. Due to 
the extra temperature difference required, inherently indirect 
systems should give higher energy consumptions compared to 
direct systems. Recent practical experiences and experimental 
studies (Mao et al., 1998; Mao and Hrnjak, 1999; Lindborg, 
2000; Baxter, 2003a,b), however, indicate that well-designed 
indirect systems may have energy efficiencies approaching 
those of good direct systems. Further research is clearly needed 
to clarify the reasons for this. More efficient defrost, better part-
load characteristics, better expansion device performance and 
more reliable systems are believed to contribute to indirect sys-
tem energy efficiency. The costs might be 10−30% higher, but 
these can potentially be reduced (Yang, 2001; Christensen and 
Bertilsen, 2003).

4.3.7.4 Energy efficiency and cost of ammonia systems
There are several indirect systems in operation that are suc-
cessfully using ammonia as the primary refrigerant (Haaf and 
Heinbokel, 2002). As ammonia is toxic and may create panic 
due to the strong smell at low concentrations appropriate safety 

precautions are required. Excellent energy efficiency can be 
achieved with properly-designed systems. The drawbacks for 
ammonia systems are limited service competence (Lindborg, 
2002) and higher initial costs,  typically 20−30%. A life-cycle 
cost evaluation is therefore required. 

4.3.7.5 Energy efficiency and cost of hydrocarbon systems
Full supermarket systems using hydrocarbons in an indirect 
design have been installed in several European countries. A 
dedicated ventilation system (if installed in a machine room), 
gas detectors, gas-tight electric equipment and so forth have 
been installed for safety reasons. The use of hydrocarbons has 
increased the R&D effort to significantly minimize refrigerant 
charge. A small prototype system of approximately 4 kW cool-
ing capacity using 150 g of HC-290 and micro-channel heat 
exchanger technology has been demonstrated by Fernando et. 
al. (2003). Cost is still an issue, typically up to 30% higher, but 
further development is expected to reduce costs. HC-290 and 
HC-1270 are excellent refrigerants from a thermodynamic point 
of view and equipment design is relatively straightforward. The 
availability of some standard components is still limited, but to 
a certain extent the hydrocarbon systems can use the same type 
of system components as HFC systems. Cascade systems with 
HC-290 and CO

2
 for full supermarket systems were reported to 

have an energy efficiency equal to conventional direct system 
design (Baxter, 2003a,b).
 For stand-alone equipment and condensing units, several 
references report a higher efficiency of HC refrigerants sys-
tems compared to equivalent systems with HFCs, for example 
Elefsen et al. (2002). Others claim that higher efficiency can 
be achieved with HFC systems, if the extra costs used for the 
safety precautions of HC systems are used to improve system 
efficiency of the HFC system (Hwang et al., 2004). 
 
4.3.7.6 Energy efficiency and cost of CO2 systems
Centralized CO

2
 direct systems for both medium and low tem-

perature, operating in either  transcritical or subcritical cycle 
dependent on the ambient temperature, are reported to require 
about 10% higher energy consumption than a state-of-the-art 
R-404A direct system (Girotto et al., 2003 and 2004). Several 
measures for improvements have however been identified. The 
cost is reported to be about 10−20% higher than for direct ex-
pansion R-404A systems and this difference is mainly due to 
components produced in small series.
 Haaf and Heinbokel (2003), report energy consumption 
and investment costs for R-404A/CO

2
 cascade systems that are 

similar to R-404A direct systems. This is due to the fact that 
components for CO

2 
cascade systems are more similar to R-

404A components (maximum pressure 40 bar), allowing more 
standard components to be used. Girotto et al. (2004) report 
higher costs for cascade systems (see also comment about HC-
290/CO

2
 above).
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4.3.7.7 Energy efficiency and cost of HFC systems with 
reduced emissions

Ongoing R&D efforts to minimize refrigerant charge without 
compromizing energy efficiency are applicable to HFC refriger-
ants as well. The standard approach to charge minimization is to 
use no receiver or hermetic compressors and to keep piping as 
short as possible. Tight systems require brazed joints and these 
are most reliably made when systems are factory assembled. 
The potential for charge reduction is illustrated by Fernando 
et al. (2003). They present HC systems using as little as 150 g 
refrigerant for a 5 kW domestic heat pump. The density of HFC 
refrigerant is approximately twice that of HC and therefore a 
comparable system using 300 g of HFC refrigerant is within 
reach, if further heat exchanger development is undertaken. 
More complex cycles are another way of improving systems. 
Beeton and Pham (2003), report a 41% capacity increase and a 
20% efficiency increase for low-temperature economizer sys-
tems using R-404A and R-410A. 

4.3.8 Comparison of LCCP and mitigation costs

The number of publications that give TEWI or LCCP data for 
commercial refrigeration systems is limited but is growing 
rapidly. Harnisch et. al. (2003) calculated the LCCP for sev-
eral different types of full supermarket refrigeration systems in 
Germany. They used a straightforward model which took pro-
duction, emissions and energy usage into account. CO

2
 emis-

sions from power production were calculated using an average 
emission factor of 0.58 kg CO

2
 kWh-1. The transparent method 

to evaluate the various systems allows sensitivity analyses to be 
performed using other literature references referred to in this 
report. Table 4.10 presents characteristic figures from Harnisch 
et. al. (2003) and compares these to calculated results based on 
representative data from other literature references. 
 The data used for the table are selected as follows: The 30% 
emission is based on Palandre et al., 2004 and the 11.5% and 
6.5% emission scenarios are based on Harnisch et al. (2003), 

Bivens and Gage (2004) Baxter (2003a) and ADL (2002). The 
11.5% and 6.5% emissions represent 10% and 5% emissions   
yr-1, with a 15% end-of-life recovery loss apportioned over a 10-
year lifetime. Energy consumption figures are extracted from 
Harnisch et al. (2003), Haaf and Heinbokel (2002), Girotto et 
al. (2003) and Baxter (2003b). It is clear that several different 
alternatives result in reductions in CO

2
 equivalent emissions of 

the same order of magnitude. The same applies for an HFC al-
ternative, if the annual emission rate can be as low as 5%. If a 
5% leakage is possible, the dominating contribution from most 
systems is an indirect effect due to power production. 
 Supermarket system and mitigation cost estimates are 
scarce. Harnich et al. (2003) give data for German supermar-
kets with costs ranging from 20−280 US$ per tCO

2
–eq miti-

gated. The lowest values are given for a system using direct 
expansion CO

2
 for low temperature and direct expansion with 

R-404A for high temperature. Mitigation costs are estimated 
using a 10% leakage rate and a 1.5 % recovery loss, with a 10-
year lifetime and a discount rate of 10% to reflect commercial 
decision-making. An average cost of 100 US$ m-2 of supermar-
ket area is used as a baseline for cost estimates. This figure is 
confirmed by Sherwood (1999) who reports on cost figures for 
a 3200 m2 supermarket in the USA. 
 Using this data with a broader range of leakage rates and 
estimated costs, significantly reduces the typical mitigation 
costs per tonne of CO

2
 suggested by Harnisch et al. (2003) but 

also expands the total range to values of 10−300 US$ per tonne 
CO

2
-eq mitigated. 

 Additional mitigation costs for the various systems sug-
gested in the chapter have not been calculated. Cost estimates 
for various technologies given in the literature suggest a cost in-
crease between 0 and 30% for alterative technologies compared 
to a baseline, full supermarket, direct system using R-404A as 
refrigerant. Some detailed figures are already given under each 
section and a general summary is given for each technology in 
Table 4.11. 

Table 4.10. LCCP values of full supermarket systems.

 Refrigerant Emissions              Energy    LCCP, in tCO2-eq yr-1

Configuration % charge yr-1 Consumption Indirect Direct Total

Direct Expansion (DX) 30% baseline 122 183 305
DX (Harnisch et al., 2003, data) 11.5% baseline 122 70 192
DX distributed     
75% charge reduction 6.5% baseline 122 10 132
Sec. Loop R-404A     
80% charge reduction 6.5% baseline + 15% 140 8 148
Sec. Loop propane     
80% charge reduction 6.5% baseline + 10% 134 0 134
Sec. Loop ammonia     
80% charge reduction 6.5% baseline + 15% 140 0 140
DX R-404A and DX CO

2
     

50% charge reduction 6.5% baseline 122 20 142
DX CO

2
/CO

2
 11.5% baseline + 10% 134 0 134
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In this report energy efficiency has been treated as relative 
changes in energy usage for several recent types of systems, 
the main purpose of which is to mitigate emissions, see also 
Table 4.11. However, the systems investigated are based on 
current technological standards for components such as heat 
exchangers, compressors and so forth. No attempts have been 
made to predict the future energy-saving potential in commer-
cial refrigeration applications if future possible improvements 
are achieved. Several possibilities for reducing the energy con-

sumption of refrigeration systems exists, but in principle most 
of these may be applied irrespective of the refrigerant used in 
the system. These options may also lead to negative mitigation 
costs, as for instance reported in Godwin (2004) and March 
(1998).
 The authors firmly believe that the ongoing technical de-
velopment of components and systems together with various 
energy-saving measures (such as heat recovery, more efficient 
compressors and display cases, larger heat exchangers, float-

Table 4.11. Sector summary for commercial refrigeration – current status and abatement options.

Subsector   Stand-alone  Condensing        Full supermarket system
   Equipment Units Direct Indirect  Distributed Hybrids
     Centralized Centralized 

Cooling capacity From 0.2 kW   2 kW                     20 kW
 To    3 kW 30 kW                                          >1000 kW
Refrigerant charge From 0.5 kg   1 kg   100 kg 20 * *
 To  ~2 kg 15 kg 2000 kg 500 kg * *
Approximate percentage of sector  11% 46%  43%  
refrigerant bank in subsector of 606 kt of 606 kt of 606 kt  
Approximate percentage of sector 3%  50% 47%      
refrigerant emissions in subsector of 185 kt of 185 kt of 185 kt 
2002 Refrigerant bank, percentage         

CFCs 33%, HCFCs 53%, HFCs 14%
 

by weight
Typical annual average charge                                     

30%
 

emission rate

Subsector   Stand-alone  Condensing        Full supermarket system
   Equipment Units Direct Indirect  Distributed Hybrids
     Centralized Centralized 

Technologies with reduced  Improved  Improved Improved Ammonia HFC Cascade-
LCCP    HFC HFC HFC EmR 100% EmR 75% HFC/CO2   
   SDNA SDNA EmR 30% ChEU 0−20% ChEU 0−10% EmR 50−90%
EmR – Direct Emission Reduction    ChEU 0% ChCst 20−30% ChCst 0−10% ChEU 0%
(compared to installed systems)   ChCst 0 ±10%   
   HC R-410A CO2 (all-CO2) HC Economized- Cascade-
ChEU – Change in Energy  SDNA SDNA EmR 100% EmR 100% HFC-404A Ammonia/CO2

Usage (+/-)     ChEU 0 ±10% ChEU 0−20 % SDNA SDNA
(compared to state of the art)   ChCst 0±10% ChCst 20−30%
   CO2 HC  HFC Economized- Cascade-
ChCst – Change in Cost (+/-) SDNA SDNA  EmR 50−90% HFC-410A  HC/CO2

(compared to state of the art)    ChEU 0−20% SDNA SDNA
      ChCst 10−25%
SDNA – Sufficient data on   CO2   CO2

emission reduction, energy usage   SDNA   SDNA
and change in cost not available 
from literature
 
LCCP reduction potential (world                  
avg. emission factor for power                  SDNA                     35−60%
production)   
Abatement cost estimates                 

SDNA   20-280 US$ per tonne CO
2
 mitigated(10 yr lifetime, 10% interest rate)               

 * Alternatives in these categories have been commercialized, but since the current number of systems are limited, they are only referenced as
    options below
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ing condensation, energy efficient buildings and so forth) may 
lower supermarket energy consumption considerably.

4.4 Food processing and cold storage

4.4.1 Introduction

Food processing and cold storage is one of the important appli-
cations of refrigeration, and is aimed at preserving and distrib-
uting food whilst keeping its nutrients intact. This application 
of refrigeration is very significant in terms of size and economic 
importance, and this also applies to developing countries. Food 
processing includes many subsectors such as dairy products, 
ice cream, meat processing, poultry processing, fish processing, 
abattoirs, fruit & vegetable processing, coffee, cocoa, choco-
late & sugar confectionery, grain, bread & flour confectionery 
& biscuits, vegetable, animal oils & fats, miscellaneous foods, 
breweries and soft drinks (March, 1996).
 The annual global consumption of frozen foods is about 30 
Mtonnes yr-1. Over the past decade, consumption has increased 
by 50% and it is still growing. The USA accounts for more than 
half of the consumption, with more than 63 kg per capita. The 
average figure for the European Union (EU) is 25 kg and for 
Japan 16 kg. The amount of chilled food is about 10−12 times 
greater than the supply of frozen products, giving a total vol-
ume of refrigerated food of around 350 Mtonnes yr-1 (1995) 
with an estimated annual growth of 5% (IIR, 1996; UNEP, 
2003). Like chilling and freezing, food processing is also of 
growing importance in developing countries. This is partly due 
to the treatment of high-value food products for export. Even 
in 1984, about half of the fish landed in developing countries 
(more than 15 Mtonnes) was refrigerated at certain stages of 
processing, storage or transport (UNEP, 1998). The estimated 
annual growth rate in food processing between 1996 and 2002 
was 4% in developed countries and 7% in developing countries 
(UNEP, 2003).
 Frozen food in long term-storage is generally kept at −15oC 
to −30oC, while −30oC to −35 oC is typical for the freezing pro-
cess. In so-called ‘super-freezers’, the product is kept at −50oC. 
Chilled products are cooled and stored at temperatures from 
−1oC to 10oC.
 The majority of refrigerating systems for food processing 

and cold storage are based on reciprocating and screw com-
pressors. System size may vary from cold stores of 3 kW cool-
ing demand to large processing plants requiring several MW of 
cooling. Reciprocating compressors are most frequently used in 
the lower capacity range, whereas screw compressors are com-
mon in larger systems (UNEP, 2003). 

4.4.2 Technical options

Most of the refrigerating systems used for food processing and 
cold storage are based on vapour compression systems of the 
direct type, with the refrigerant distributed to heat exchangers 
in the space or apparatus to be refrigerated. Such systems are 
generally custom-made and erected on site. Indirect systems 
with liquid chiller or ice banks are also commonly used in the 
food processing industry for fruit and vegetable packing, meat 
processing and so forth. Ammonia, HCFC-22, R-502 and CFC-
12 are the refrigerants historically used. The current technical 
options are HFCs, and non-fluorocarbons refrigerants such as 
ammonia, CO

2
 and hydrocarbons (UNEP, 2003). Table 4.12 

gives the main refrigerant technical options along with percent-
age annual emissions for food processing, cold storage and in-
dustrial refrigeration applications (Clodic and Palandre, 2004). 

4.4.3 HFC technologies

HFC refrigerants are being replaced by place of CFC-12, R-502 
and HCFC-22 in certain regions. The preferred HFCs for food 
processing and cold storage applications are HFC-134a, HFC 
blends with insignificant temperature glide such as R-404A, 
R-410A and azeotropic blends like R-507A. The HFC blend 
R-407C is also finding application as a replacement for HCFC-
22.
 HFC-134a has completely replaced CFC-12 in various ap-
plications of refrigeration. However, CFC-12 was not widely 
used in food processing and cold storage because it requires 
considerably greater compressor swept volume than HCFC-22 
or ammonia to produce the same refrigerating effect. There is 
limited use of HFC-134a in this subsector.
 R-404A, R-407C and R-507A are currently the most used 
HFCs for cold storage and food processing. These blends are 
preferred to HFC-134a due to the higher volumetric capacity 

Table 4.12. Food processing, cold storage and industrial refrigeration (2002).

 CFCs HCFC-22 NH3 HFCs
 (CFC-12 and R-502)(1)   (HFC-134a, R-404A,
    R-507A, R-410A)(1)

 Cooling Capacity 25 kW−1000 kW 25 kW−30 MW 25 kW−30 MW 25 kW−1000 kW
 Emissions, t yr-1 9500 23,500 17,700 1900
 Refrigerant in bank, tonnes 48,500 127,500 105,300 16,200
 Emissions % yr-1 20% 16% 17% 12%

(1)   See Annex V for an overview of refrigerant designations for blends of compounds.
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and lower system cost (UNEP, 1998). In spite of minor tempera-
ture glides, R-404A has proven to be applicable even in flooded 
systems (Barreau et al., 1996). R-404A and R-507A are the pri-
mary replacements for R-502. The coefficients of performance  
are comparable to R-502 but significantly lower compared to 
those of NH

3
 and HCFC-22, especially at high condensing tem-

peratures. Air-cooled condensers should be avoided as far as 
possible. The liquid should be subcooled to achieve optimal ef-
ficiencies and high cost-effectiveness for systems with R-404A 
and R-507A. In chill applications it may also be necessary to 
add significant superheat to the suction gas in order to avoid 
refrigerant condensation in the oil separator (UNEP, 2003).
 R-410A is also one of the HFC blends which is expected 
to gain a market share in food processing and cold storage ap-
plications due to the lower compressor swept volume require-
ments in comparison to other refrigerants (except to CO

2
). The 

compressor efficiencies, pressure drop in suction lines and 
heat transfer efficiency will benefit from high system pressure 
(UNEP, 1998). Due to the high volumetric capacity (40% above 
that of HCFC-22), R-410A compressor efficiency has been re-
ported to be higher than with HCFC-22 (Meurer and König, 
1999). R-410A can have system energy efficiency similar to 
that of ammonia and HCFC-22 and significantly higher than 
that of R-404A and R-507A for evaporation temperatures down 
to –40°C. 

4.4.4 Non-HFC technologies

Ammonia
Ammonia is one of the leading refrigerants for food processing 
and cold storage applications. The current market share in sev-
eral European countries, especially in the north, is estimated to 
be up to 80% (UNEP, 1998). In the USA ammonia has approxi-
mately 90% market share in systems of 100 kW cooling capac-
ity and above in custom-engineered process use (IIR, 1996). 
 Recently designed ammonia-based systems have improved 
quality with respect to design, use of low-temperature mate-
rials and better welding procedures. Low charge is another 
positive development. However, more important is that these 
factory made units or systems represent a new level of quality 
improvement. These systems are not likely to break or release 
their charge in another way unless there is a human error or 
direct physical damage. Charge reduction has been achieved by 
using plate-type heat exchangers or direct expansion tube and 
shell evaporators (UNEP, 2003).

HCFC-22
The use of HCFC-22 is declining in food processing and cold 
storage applications in most developed countries. In Europe 
some of the end-users prefer ammonia and CO

2
 wherever pos-

sible, whereas HCFC-22 has become the most common refrig-
erant to replace CFCs in food processing and cold storage in the 
USA (UNEP, 2003).
 In developing countries, HCFC-22 is still an important 
replacement refrigerant for CFCs in new systems, as from a 

technical point of view HCFC-22 could replace CFC-12 and 
CFC-502 in new systems. Another important consideration in 
developing countries is that HCFC-22 will be available for ser-
vice for the full system lifetime. 

Hydrocarbons (HCs)
A growing market for low charge hydrocarbon systems has been 
observed in some European countries. So far market shares are 
small, which may be due to the flammability of these refrig-
erants. Nevertheless, several manufacturers have developed a 
wide range of products.
 Commercialized refrigerants used in food processing and 
cold storage applications include HC-290, HC-1270 and HC-
290/600a blends, although pure substances will be preferred in 
flooded systems. All of these refrigerants possess vapour pres-
sures very similar to those of HCFC-22 and R-502. System 
performance with regard to system efficiency is comparable to, 
and in some cases even superior to, that of the halocarbons. 
Hydrocarbons are soluble with all lubricants, and compatible 
with materials such as metals and elastomers that are tradition-
ally used in refrigeration equipment. As long as safety aspects 
are duly considered, standard refrigeration practice for HCFCs 
and CFCs can be used without major system detriment to sys-
tem integrity (UNEP, 1998, 2003).
 Given the flammability concerns, design considerations as 
detailed in the relevant safety standards should be adhered to. 
Additional safety measures should be considered for repairing 
and servicing. Several national and European standards permit 
the use of HCs in industrial applications and lay down specific 
safety requirements (ACRIB, 2001; UNEP, 2003). 

Carbon dioxide
Carbon dioxide technology for low temperatures such as food 
freezing is an attractive alternative, especially in cascade sys-
tems with CO

2
 in lower stage and ammonia in the upper stage, 

due to its excellent thermophysical properties along with zero 
ODP and negligible GWP. 
 Further, the volumetric refrigerating capacity of CO

2
 is five 

times higher than HFC-410A and eight times higher than for 
ammonia and other refrigerants. This means that the size of 
most of the components in the system can be reduced (Roth and 
König, 2001). However, application of CO

2
 places a limitation 

on evaporating temperatures due to the triple point (the tem-
perature and pressure at which liquid, solid and gaseous CO

2
 

are in equilibrium) of –56.6oC at 0.52 MPa. 
 CO

2
 technology has been applied to food processing and 

cold storage, both as a conventional and as secondary refriger-
ant. It is expected that CO

2
 market share will increase in this 

subsector, especially for freezing and frozen food storage. 

Not-in-kind technologies
There are some not-in-kind (non-vapour compression) tech-
nologies like air cycle, vapour absorption technology and com-
pression-absorption technology which can be used for food 
processing and cold storage applications. Vapour absorption 
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technology is well-established whereas compression-absorp-
tion technology is still under development.

Vapour absorption technology
Vapour absorption is a tried and tested technology. Absorption 
technologies are a viable alternative to vapour compression 
technology wherever low cost residual thermal energy is avail-
able. The most commonly used working fluid in food process-
ing and cold storage applications is ammonia with water as the 
absorbent. The use of absorption technology is often limited to 
sites that can utilize waste heat, such as co-generation systems. 

Compression-absorption technology 
Compression-absorption technology has been developed by 
combining features of the vapour-compression and vapour-ab-
sorption cycles. About 20 compression-absorption systems on 
both a laboratory and full-scale have been developed and tested 
successfully so far. Various analytical and experimental studies 
have shown that the COP of compression-absorption systems is 
comparable to that of vapour compression systems. However, 
this system suffers from the inherent disadvantage of being cap-
ital intensive in nature. The technology is still at developmental 
stage (Pratihar et al., 2001, Ferreira and Zaytsev, 2002).

4.4.5 Factors affecting emission reduction

Design aspects
The refrigeration system design plays a vital role in minimiz-
ing the refrigerant emissions. A proper system design includ-
ing heat exchangers, evaporators and condensers can minimize 
the charge quantity and hence reduce the potential amount of 
emissions. Every effort should be made to design tight systems, 
which will not leak during the system’s lifespan. The poten-
tial for leakage is first affected by the design of the system; 
therefore designs must also minimize the service requirements 
that lead to opening the system. Further, a good design and the 
proper manufacturing of a refrigerating system determine the 
containment of the refrigerant over the equipment’s intended 
life. The use of leak tight valves is recommended to permit the 
removal of replaceable components from the cooling system. 
The design must also provide for future recovery, for instance 
by locating valves at the low point of the installation and at each 
vessel for efficient liquid refrigerant recovery (UNEP, 2003). 

Minimizing charge
The goal of minimal refrigerant charge is common for all sys-
tems due to system and refrigerant costs. Normally the designer 
calculates the amount of charge. In large systems such as food 
processing and cold stores, very little attention was generally 
given to determining the full quantity of refrigerant charge for 
the equipment. Its quantity is not often known (except for small 
factory built units). Charging the refrigerant into the system is 
done on site to ensure stable running conditions. 
 

Improved servicing practices
Servicing practices in refrigeration systems must be improved 
in order to reduce emissions. Topping-off cooling systems with 
refrigerants is a very common practice, especially for the large 
systems normally used in food processing and cold storage in-
dustry, which causes greater emissions of refrigerant. However 
in general, proper servicing has proven to be more expensive 
than topping-off refrigeration systems. It is therefore necessary 
to make end-users understand that their practice of topping-off 
the systems without fixing leaks must cease because of the in-
creased emissions to the environment. The good service prac-
tices are preventive maintenance, tightness control and recov-
ery during service and at disposal. 

Installation
After proper designing of the system, installation is the main 
factor that leads to proper operation and containment during 
the useful life of the equipment. Tight joints and proper piping 
materials are required for this purpose. Proper cleaning of joints 
and evacuation to remove air and non-condensable gases will 
minimize the service requirements later on and results in re-
duced emissions. Careful system performance monitoring and 
leak checks should also be carried out  during the first days 
of operation and on an ongoing basis. The initial checks also 
give the installer the opportunity to find manufacturing defects 
before the system becomes fully operational. The proper instal-
lation is critical for maximum containment over the life of the 
equipment (UNEP, 2003). The refrigeration system should be 
designed and erected according to refrigeration standards (e.g. 
EN378 (CEN, 2000/2001)) and current codes of good practice.

Recovery and recycling 
The recovery and recycling of refrigerants is another important 
process that results in significant reductions in emissions. The 
purpose of recovery is to remove as much refrigerant as pos-
sible from a system in the shortest possible amount of time. For 
applications where maintenance operations require opening the 
circuit, the difference between deep recovery and ‘normal re-
covery’ can represent 3−5% of the initial charge (Clodic, 1997). 
However many countries have adopted final recovery vacuum 
requirements of 0.3 or 0.6 atm absolute depending on the size 
of the cooling system and saturation pressure of the refriger-
ant. This provides a recovery rate of 92−97% of the refrigerant 
(UNEP, 1998).
 The recovered fluorocarbon refrigerants can be recycled and 
then reused. The process of recycling is expected to remove oil, 
acid, particulate, moisture and non-condensable contaminants 
from the used refrigerant. The quality of recycled refrigerant 
can be measured on contaminated refrigerant samples accord-
ing to standardized test methods (ARI 700). However, recycling 
is not common practice in the case of large food processing and 
cold storage units, where the preference is to recover and re-use 
the refrigerant.
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4.4.6  Trends in consumption

The lifetime emissions of a refrigerant are dependent on the 
installation losses, leakage rate during operation, irregular 
events such as tube break and servicing losses including recov-
ery loss and end-of-life loss during reinstallation/reconstruc-
tion. In some European countries, HCFC systems with more 
than 10 kg charge (including all application areas) showed an 
annual emission rate of 15% of the charge in the early 1990s 
(Naturvardsverket, 1996). This figure dropped to 9% in 1995 
(UNEP 1998). Emissions from HFC systems are reported to be 
less than this, and this is probably due to more leak-proof de-
signs. On a global scale, current CFC and HCFC annual emis-
sion rates are likely to be in the range of 10−12% of the charge 
(UNEP, 1998). A recent study (Clodic and Palandre, 2004) has 
provided estimates of emissions of CFCs, HCFCs, HFCs and 
ammonia from the combined sector of Food Processing, Cold 
Storage, and Industrial Refrigeration. Table 4.12 gives the per-
centage annual emissions of these refrigerants.
 The consumption and banks of HFCs and other fluorocar-
bons have been estimated for the industrial refrigeration sector 
as a whole. Both a top-down (UNEP, 2003) and a bottom-up ap-
proach (Clodic and Palandre, 2004) are presented here (Table 
4.13). The data for 2002 and the 2015 business-as-usual projec-
tions of Clodic and Palandre (2004) are used as a basis for the 
refrigeration subsectors in this report, so as to ensure consistency 
with other refrigeration and air conditioning subsectors (see Table 
4.1). However, Table 4.13 clearly illustrates the differences be-
tween both approaches, which are clearly significant for CFCs. 
 Food processing and cold storage are assumed to account 
for 75% of the combined emissions and industrial refrigeration 
for the remaining 25% (UNEP, 2003).
 The business-as-usual projections for 2015 show a signifi-
cant increase in HFC consumption.

4.4.7 Comparison of HFC and non-HFC technologies 

Energy efficiency and performance
As stated above R-404A and R-507A are the proven replace-
ments for R-502 and this also includes the application in flooded 
evaporators used for food processing and cold storage systems. 
The cycle efficiencies are comparable to R-502 but significantly 
lower compared to those of ammonia (non-HFC technology) 
especially at high condensing temperatures (UNEP, 2003). 

R-410A is another important HFC refrigerant in this sector. The 
energy efficiency of R-410A systems can be similar to ammo-
nia for evaporation temperatures down to −40 oC, depending 
on compressor efficiency and condensing temperature. The ef-
ficiency below −40 oC until its normal boiling point of −51.6 oC 
is slightly higher for R-410A than that of ammonia and other 
refrigerants. The compressor efficiencies are also reported to 
be higher compared to HCFC-22, due to the high volumetric 
capacity (40% above that of HCFC-22) of R-410A (Meurer and 
König, 1999). 
 CO

2
 technology is another non-HFC technology which is 

gaining momentum. CO
2
 as a refrigerant is being used in food 

processing and cold storage units in cascade systems with am-
monia in higher cascade. It has been reported that the volumet-
ric refrigerating capacity of CO

2
 is five times higher than HFC 

410A and eight times higher than that of ammonia and other 
refrigerants. Therefore the size of most components in the sys-
tem can be reduced (Roth and König, 2001). The efficiency of 
CO

2
/ammonia cascade system in the temperature range of –40 

oC to –55oC is comparable to a two-stage system with R-410A. 
CO

2
 also shows a strong cost benefit in large systems (Axima, 

2002). 

Life cycle climate performance LCCP 
Very limited data are available for TEWI/LCCP for this refrig-
eration sector. A recent publication (Hwang et al., 2004) reports 
a comprehensive experimental study of system performance 
and LCCP for an 11 kW refrigeration system operating with 
R-404A, R-410A and propane (HC-290) at evaporator tempera-
tures of −20°C to 0°C. For a comparison on an equal first cost 
basis, the increased cost of safety features for HC-290 was used 
for a larger condenser for the HFC systems. The LCCP of the R-
410A system was 4% lower and the LCCP of R-404A was 2% 
higher than that of the HC-290 system at an annual refrigerant 
emission rate of 2%. The LCCP values for R-410A and HC-290 
were equal at an annual refrigerant emission rate of 5%.

4.5 Industrial refrigeration 

4.5.1 Introduction

One characteristic of industrial refrigeration is the tempera-
ture range it embraces. While evaporating temperatures may 
be as high as 15°C, the range extends down to about –70°C. 

Table 4.13. Estimated consumption and banks of halocarbons refrigerants for industrial refrigeration, including food processing and cold 
storage for 2002. (UNEP, 2003 and Clodic and Palandre, 2004).
 
   Consumption (kt yr-1)          Refrigerant Banks (kt)
  CFCs HCFCs HFCs NH3 CFCs HCFCs HFCs NH3

 2002 UNEP (2002) 12 28 5 - 109 165 9 -
 2002 Clodic and Palandre (2004) 7 27 6 22 34 142 16 105
 2015 Clodic and Palandre (2004) 4 24 18 27 21 126 85 123
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At temperatures much lower than about –70°C the so-called 
‘cryogenics’ technology comes into play. This produces and 
uses liquefied natural gas, liquid nitrogen, liquid oxygen and 
other low-temperature substances. Industrial refrigeration in 
this section covers refrigeration in chemical plants (separation 
of gases, solidification of substances, removal of reaction heat, 
humidity control of chemicals), process technology (industrial 
process air conditioning, refrigeration in manufacturing plants, 
refrigeration in construction), ice rinks and winter sports facili-
ties, and laboratories where special conditions such as low tem-
peratures, must be maintained. Some definitions of industrial 
refrigeration include food processing and cold storage; these 
are described in Section 4.4 of this chapter. 
 Industrial systems are generally custom-made and erected on 
site. A detailed description of industrial refrigeration and cold 
storage systems can be found in the ‘Industrial Refrigeration 
Handbook’ (Stoecker, 1998). Industrial refrigeration often con-
sists of systems for special and/or large refrigerating purposes. 
The cooling/heating capacity of such units vary from 25 kW to 
30 MW or even higher. These refrigeration systems are based 
on reciprocating, screw and centrifugal compressors, depend-
ing on the capacity and application. 
 Industrial refrigeration has mainly operated with two refrig-
erants: ammonia (60−70%) and HCFC-22 (15−20%). To a lesser 
extent CFC-502 (5−7%) has been used and other minor refrig-
erants complete the rest of industrial applications. Replacement 
refrigerants for CFCs and HCFCs, plus other non-fluorocarbon 
fluids are included in Table 4.14.
  The refrigerants used are preferably single compound or 
azeotropic mixture refrigerants, as most of the systems con-
cerned use flooded evaporators to achieve high thermodynamic 
efficiencies. Industrial refrigeration systems are normally lo-
cated in industrial areas with very limited public access. For 
this reason ammonia  is commonly used in many applications 
where the hazards of toxicity and flammability are clearly evi-
dent, well-defined, well understood and easily handled by com-

petent personnel. Hydrocarbons may be used as an alternative 
to ammonia within sectors handling flammable fluids, such as 
chemical processing. 
 There are clear differences in how countries have developed 
the technology for industrial refrigeration since the starting of 
the CFC phase-out. In Europe, the use of HCFC-22 and HCFC-
22 blends in new systems has been forbidden for all types of re-
frigerating equipment by European regulation 2037/00 (Official 
Journal, 2000) since 1 January 2001. The use of CFCs is also 
forbidden, that is no additional CFC shall be added for servic-
ing. HFCs are occasionally used where ammonia or hydrocar-
bons are not acceptable, although they are not often preferred 
in Europe, as European users are expecting regulations limiting 
the use of GHGs in stationary refrigeration (see proposals in 
EU, 2004). 

4.5.2 Technical options

Most of the industrial refrigerating systems use the vapour com-
pression cycle. The refrigerant is often distributed with pumps 
to heat exchangers in the space or apparatus to be refrigerated. 
Indirect systems with heat transfer fluids are used to reduce the 
risk of direct contact with the refrigerant. Ammonia  is the main 
refrigerant in this sector. HCFC-22, R-502 and CFC-12 are 
the historically used refrigerants from the group of CFCs and 
HCFCs. Beside the increasing share of ammonia

 
for new sys-

tems, the current technical options to replace CFCs are HFCs, 
HCFC-22 and non-fluorocarbon technologies such as CO

2
 and 

HCs. 

4.5.3  Factors affecting emission reduction

The refrigerant charge in industrial systems varies from about 
20 kg up to 10,000 kg or even more. Large ammonia refrigera-
tion systems contain up to 60,000 kg of refrigerant. The high 
costs of the refrigerants, with the exception of ammonia and 

Table 4.14. Major applications and refrigerants used in industrial refrigeration.

Application Refrigerant Other Refrigerants CFC, HCFC Replacements

freeze drying NH
3
, HCFC-22 R-502 CO

2
, R-410A

separation of gases CFC-12, CFC-13, HCFC-22,   - PFC14, PFC-116, R-404A, R-507A, 
 R-503  CO

2

solidification of substances HCs, CFC-13, HCFC-22,   - HCs, CO
2
, PFC-14, R-404A, R-507A

 CFC-12
reaction process Various
humidity control of chemicals CFC-12, CFC-13, HCFC-22,   PFC-14, PFC-116, R-404A, R-507A,  
 R-503  CO

2
, NH

3
, Air

industrial process air conditioning NH
3
, HCFC-22 R-502 NH

3
, R-404A, HFC-134a, Water

refrigeration in manufacturing plants Various
refrigeration in construction NH

3
, R-502 HCFC-22 NH

3
, CO

2
, R-410A, R-404A, R-507A

ice rinks NH
3
, HCFC-22  NH

3
, CO

2
, R-404A, R-507A

wind tunnel NH
3
, R-502, HCFC-22, CFC-12  - NH

3
, R-404A, R-507A, HFC-134a

laboratories Various
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CO
2
, and the large refrigerant charge required for the proper op-

eration of the plant have led to low emissions in industrial sys-
tems. In these systems annual average leakage rates of 7−10% 
are reported (UNEP, 2003); smallest leakage rates are observed 
in ammonia systems because of the pungent smell. Clodic and 
Palandre (2004) estimate somewhat higher annual leakage rates 
(17%) for the category of industrial refrigeration (which also 
includes food processing and cold storage). The abatement 
costs of refrigerant emissions from industrial refrigeration was 
determined to be in the range of 27−37 US$ (2002) per tonne 
CO

2 
-eq (March, 1998). Cost data were calculated with a dis-

count rate of 8%. 

Design aspects
Industrial refrigeration systems are custom made and designs 
vary greatly from case to case. Due to the increasing require-
ments concerning safety and the quantity of refrigerant used in 
refrigeration systems, a design trend towards indirect systems 
has been observed over the past 10 years. Yet whenever pos-
sible, the majority of systems are still direct. Refrigerant piping 
fabrication and installation has changed from direct erection on 
site towards pre-assembled groups and welded connections (see 
Design aspects in Section 4.4.5 for additional information on 
design and installation practices to minimize refrigerant emis-
sions). 

Minimizing charge
There are limits on design optimization in terms of balancing 
low charge on the one hand against achieving high COPs or 
even stable conditions for liquid temperatures to be delivered 
to heat exchangers on the other. For example, flooded type 
evaporators represent the best technology available for a low 
temperature difference between the liquid to be cooled and 
distributed and the evaporating refrigerant, yet this requires 
large quantities of refrigerant. The increased use of plate heat 
exchangers, plate and shell heat exchangers, and printed circuit 
heat exchangers over the past 15 years has enabled the design 
of lower charge systems with flooded evaporators. Efforts to 
minimize the amount of refrigerant charge will continue with 
improvements in system technology.

Improved servicing practices
Trained service personnel are, according to safety standards 
(CEN-378, 2000/2001; ISO-5149, 1993), required for the main-
tenance and operation of industrial systems. Service and main-
tenance practices on industrial systems are updated periodically 
according to safety standards and service contracts, which are 
negotiated with the plant owner in the majority of the cases.

Recovery and recycling
Recovery of refrigerants from industrial plants is common in 
many countries and is sometimes also a requirement (CEN-378, 
2000 and 2001). The recovery of small quantities of ammonia 
(less than 3 kg) through absorption in water is common prac-
tice. Larger quantities are recovered by special large recovery 

units and pressure vessels. 
 The recovery rate from industrial systems is high due to the 
high costs and quantity of the refrigerants, especially CFCs, 
HCFCs and HFCs. The recovery rate is estimated to be 92−97% 
of the refrigerant charge (UNEP, 2003). The recovered refriger-
ants are dried in the recovery systems on site and re-used.

Lifetime refrigerant emissions
As most industrial refrigeration systems are designed for specif-
ic manufacturing processes, information on lifetime emissions 
of refrigerants are not readily available. Even data on cooling 
capacities are often not official, as the production capacity of 
the manufactured product could be estimated from this data. 
However, the estimated annual leakage rates referred to in 
Section 4.5.3 should be noted.

4.5.4 HFC technologies

HFC refrigerants are options to replace CFC-114, CFC-12, 
CFC-13, R-502 and HCFC-22. The preferred HFCs are HFC-
134a, HFC-23 and HFC-blends with insignificant temperature 
glide such as R-404A, R-410A and azeotropic blends like R-
507A.
 HFC-134a has completely replaced CFC-12 because of its 
comparable thermodynamic properties in various applications 
of industrial refrigeration. CFC-12 and HFC-134a are used in 
large systems for higher temperatures with evaporator tempera-
tures from 15°C down to –10°C.
 HFC-23 has replaced CFC-13 and to lesser extent CFC-503 
for the same reasons as mentioned for CFC-12. The evaporator 
temperature range varies from –80°C to –55°C in the low-tem-
perature applications of these refrigerants.
 HFC-245fa, HFC-365mfc and HFC-236fa are possible 
replacements for CFC-114 in high-temperature heat pumps. No 
single fluid is ideal, especially for large industrial heat pumps, 
because the dew line of the fluids requires large superheat to 
avoid compression in the vapour region. The temperature range 
for condensing temperatures varies from 75°C to 100°C.
 HFC-410A is not comparable to refrigerants HCFC-22 
or CFC-12 in terms of thermodynamic properties because of 
its considerably higher vapour pressure. HFC-410A compres-
sor efficiencies, the pressure drop in suction lines and the heat 
transfer efficiency will benefit from high system pressure. This 
HFC is used mainly in new industrial systems designed for the 
refrigerant, especially in terms of low condensing temperatures 
of 35°C to avoid pressures higher than 25 bar. In industrial re-
frigeration, the evaporator temperature range for HFC-410A 
varies from –60°C to –35°C. Due to the high volumetric capac-
ity (40% above that of HCFC-22), compressor efficiency has 
been reported to be higher than with HCFC-22 (Meurer and 
König, 1999). R-410A has a COP similar to NH

3
 and HCFC-22 

and slightly higher than that of R-404A, R-507A. Further, at 
temperatures below –40°C and up to the to HFC-410A normal 
boiling point at –51.6°C, COPs are slightly higher for R-410A 
compared to other refrigerants (Roth et al., 2002). 
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R-404A and R-507A are the main refrigerants to replace R-502 
in the temperature range from –50°C to –30°C and these have 
comparable cycle efficiencies (COPs) and slightly lower GWP 
values than R-502. For systems with R-404A and R-507A, the 
liquid should be subcooled to achieve optimum efficiencies and 
high cost-effectiveness . In chiller applications with screw com-
pressors it may also be necessary to add significant superheat to 
the suction gas in order to avoid refrigerant condensation in the 
oil separator.

4.5.5 Non-HFC technologies

In large systems CFCs and recently introduced HFCs have a 
lower average share in industrial refrigeration than NH

3
 and 

HCFC-22. For new industrial systems designers and plant own-
ers will mainly need to decide between NH

3, 
HFCs and HCFC-

22 (except in the EU where HCFC-22 is forbidden in new sys-
tems) (Stoecker, 1998). Non-HFC technologies described in the 
following subsection are sorted by refrigerant.

Ammonia
Ammonia is one of the leading refrigerants for industrial refrig-
eration, based on performance and safety, and is used in large 
quantities in locations physically separated from general public 
access. The current market share in several European countries, 
especially in Northern Europe, is estimated to be up to 80% 
(UNEP, 1998). In the USA, ammonia has approximately 90% 
market share in systems of 100 kW cooling capacity and above 
that use custom-engineered processes (IIR, 1996).
 New ammonia systems have an improved design, use low-
temperature materials and standardized welding procedures, 
and the systems operation and maintenance are under continu-
ous monitoring. A human error or direct physical damage is of-
ten the reason for failure (Lindborg, 2003). 
 Charge reduction has been achieved through dry or direct 
expansion in plate type heat exchangers and shell and tube 
evaporators. With soluble oils, it has been possible to reduce 
charge by 10%. New developments showed charges of 28g am-
monia per kW cooling capacity for low overall capacity down 
to 100 kW (Behnert and König, 2003). With these low charges, 
new opportunities for applications not previously considered 
for ammonia

 
have been realized, such as water chillers for air 

conditioning (Stoecker, 1998). This new ammonia technology 
with high COP was regarded as being fully practical, but strong 
market penetration has not been achieved due to price competi-
tion with HFC-based units (UNEP, 2003).

HCFC-22
The use of HCFC-22 is declining in industrial refrigeration in 
Europe, as the use of HCFC-22 in new systems is forbidden by 
European regulations (Official Journal, 2000). 
 In developing countries, HCFC-22 is still an important 
replacement refrigerant for CFCs in new systems, as from a 
technical point of view HCFC-22 could replace CFC-12 and 
CFC-502 in new systems. Another important consideration in 

developing countries is that under the Montreal Protocol the 
production of HCFC-22 is allowed until 2040, or the full life-
times of equipment installed in the next 15 years or so. 

Hydrocarbons (HCs)
HCs can fit into any temperature range for evaporating tempera-
tures down to –170°C. Historically, their use as working fluids 
has been restricted to large refrigeration plants within the oil and 
gas industry. A certain registered increase in hydrocarbon con-
sumption has mainly appeared in these sectors (Stoecker, 1998).
  Commercialized products used in industrial refrigeration 
equipment include HC-290 and HC-1270. System performance 
with regard to system efficiency is comparable to and, in some 
cases even superior to, that of the halocarbons. Hydrocarbons are 
soluble with mineral oils and compatible with materials such as 
metals and elastomers that are traditionally used in refrigeration 
equipment. The use of hydrocarbons in screw compressors may 
be problematic due to the strong dilution of mineral oil. Other 
less soluble lubricants such as PAG or PAO may be required. 
As long as safety aspects are taken into consideration, standard 
refrigeration practices used for HCFCs and CFCs can be used 
for hydrocarbon fluids without major system detriment.
 Given the flammability concerns, design considerations as 
detailed in the relevant safety standards should be adhered to. 
Additional safety measures are required for repairing and ser-
vicing. Several national and European standards permit the use 
of HCs in industrial applications and lay down specific safety 
requirements. Industry guidelines for the safe use of hydrocar-
bon refrigerants are available (ACRIB, 2001).

Carbon dioxide (CO2)
As well as being non-ODP and having a GWP of 1, carbon di-
oxide (CO

2
) offers a number of other advantages: 

• Excellent thermophysical properties, leading to high heat 
transfer; 

• Efficient compression and compact system design due to 
high volumetric capacity;

• Non-flammable and low toxicity;
• Low system costs at evaporation temperatures below �45°C 

(depending on system design);
• Widely available at low cost.

CO
2
 systems can be used for industrial refrigeration applica-

tions with evaporation temperatures down to –52°C and con-
densing temperatures up to 5°C. CO

2
 is also increasingly being 

used in the low stage of cascade systems for industrial refrig-
eration. CO

2
 is also commonly used as a secondary refrigerant. 

The design requires the same pressure of 25 bar for the second-
ary refrigerant systems and for the CO

2
 used as the refrigerant, 

except for ice rinks and some other limited systems which are 
designed for 40 bar. Defrosting was an open issue, but the most 
recent developments show that several different techniques 
such as electrical heating, hot gas defrosting, high-pressure liq-
uid evaporation and the distribution of hot gas have been real-
ized in plants (Siegel and Metger, 2003). 
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A comparative study for low temperatures has been carried out 
using a typical system design with cooling capacities of 600kW 
at −54°C for R-410A, R-507 and ammonia used as a single fluid 
in two-stage systems and for NH

3
/CO

2
 and HFC-134a/R-410A 

as refrigerants in high/low stage cascade systems. The volumet-
ric refrigerating capacity of CO

2
 is five times higher than HFC-

410A and eight times higher than for ammonia and other refrig-
erants. Therefore the size of most components in the system can 
be reduced. The study found the lowest cost for NH

3
/CO

2
 (Roth 

et al., 2002). If CO
2
 is used as the refrigerant, the cost break-

even point for industrial refrigeration compared to NH
3
 and R-

410A is approximately at an evaporating temperature of –40°C 
to −45°C. Below this temperature, lower costs for CO

2
/NH

3
 

cascade systems have been achieved. It is expected that costs 
for screw or reciprocating units, including compressors and oil 
separation circuit, will be further reduced (Roth et al., 2002). 
The efficiency of CO

2
 systems in this low temperature range is 

similar to other refrigerants such as R-410A or ammonia. 
 CO

2
 shows strong cost benefits if the system size is in-

creased, especially in cases where evaporators or heat exchang-
ers are distributed and long piping systems are required. In 
industrial refrigeration applications, cost benefits have been 
achieved with total pipe runs of more than 2500 m (Siegel and 
Metzger, 2003).
 In food processing, a trend can be observed towards CO

2
 as 

a refrigerant at temperatures lower than –45°C and as an HTF 
for cooling temperatures lower than −5°C (Pirard, 2002). 
 Some examples are given to illustrate the use of CO

2
 as re-

frigerant in low-temperature applications: 
• In the USA, the first large CO

2
 system was being erected in 

2003 with cooling capacities of 6 MW (Stellar, 2003); 
• In Japan a standard low-temperature cascade system has 

been developed with NH
3
/CO

2
 as refrigerants. The systems 

are designed for evaporating temperatures of –40 to –55°C 
with cooling capacities of 80−4450 kW; 

• In Europe more than 30 large systems with CO
2
 as the heat 

transfer fluid and refrigerant have been installed since 1998 
and are operating with total cooling capacities of more than 
25 MW (Pearson, 2004a,b); 

• At least two large systems in Europe have been retrofitted 
from HCFC-22 (1.5 MW at −45 to −55°C) and from CFC-
13B1 (2.4 MW at −35°C) to NH

3
/CO

2
 cascade systems 

(Gebhardt, 2001; König, 2002).

4.5.6 Trends in consumption

The trends in the consumption of refrigerants for industrial re-
frigeration as well as the food processing and cold storage sub-
sector are discussed in Section 4.4.6.

4.5.7 Comparison of HFC and non-HFC technologies 

4.5.7.1 Energy efficiency and performance
On a worldwide basis, only two refrigerants have significant 
market share in industrial refrigeration: ammonia and HCFC-

22. Stoecker (1998) provides a comparison of both refriger-
ants. Compared to ammonia and HCFC-22, the market share 
of HFCs and non-HFC technologies is small. Nevertheless, one 
point of comparison is the cost of the refrigerant to be used 
in the system, and the lowest costs are found for ammonia 
(Stoecker, 1998).
 The energy efficiency comparisons for HFCs 404A, 507A, 
and 410A with ammonia and HCFC-22 are described in Section 
4.5.4. HFC410A has an energy efficiency similar to ammonia 
and HCFC-22, and slightly higher than R-404A and R-507A 
(Roth et al., 2002).
 CO

2
 technology is a non-HFC technology which is gaining 

momentum. The energy efficiency of CO
2
 systems in the tem-

perature range of –40oC to –45oC is similar to HCFC-22 and 
HFC refrigerants such as HFC-410A. CO

2
 also shows strong 

cost benefit if the system size is large (Siegel and Metzger, 
2003). 

4.5.7.2 TEWI/LCCP/LCA
For various reasons, only limited TEWI/LCCP/LCA data are 
available for industrial refrigeration systems. Such systems are 
normally custom-designed for special requirements and are 
erected on site. The design differs not only in terms of cooling 
capacities and temperatures, but also in terms of temperature 
control requirements (air blast cooling systems), size of pip-
ing, distance to consumers and charge of refrigerant. There are 
therefore only a few references which compare TEWI and costs 
for the same application (Pearson , 2004a; Roth et al., 2002). 
Roth et al. (2002) give a comparative example for a manufac-
turing plant with a cooling capacity of 600 kW at −54°C  (see 
Figures 4.1 and 4.2). In this investigation the combination of 
CO

2
 and ammonia was more competitive than other solutions.

 In addition to the above references, examples of LCCP cal-
culations for supermarket refrigeration systems  provide gener-
al guidance for selecting systems and refrigerants with a lower 
LCCP (see Section 4.3). Lower LCCP results from systems 
with low energy consumption, and in the case of fluorocarbon 
refrigerants, low refrigerant charge size and low refrigerant 
emissions. LCCP calculations should be used to optimize the 
choice of refrigerant and system design for the lowest environ-
mental impact. 

4.6 Transport refrigeration

4.6.1 Introduction

The transport refrigeration subsector consists of refrigeration 
systems for transporting chilled or frozen goods. Typically the 
task of a transport refrigeration system is to keep the tempera-
ture constant during transport. The technical requirements for 
transport refrigeration units are more severe than for many oth-
er applications of refrigeration. The equipment has to operate 
in a wide range of ambient temperatures and under extremely 
variable weather conditions (sun radiation, rain, etc.); it also 
has to be able to carry any one of a wide range of cargoes with 
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differing temperature requirements, and it must be robust and 
reliable in the often severe transport environment (IIR, 2003). 
Typical modes of transport are road, rail, air and sea. In addi-
tion, systems which are independent of a moving carrier are 
also used; such systems are generally called ‘intermodal’ and 
can be found as containers (combined sea-land transport) as 
well as swap bodies (combined road and rail transport). This 
section covers also the use of refrigeration in fishing vessels 
where the refrigeration systems are used for both food process-
ing and storage.
 The technology used in transport refrigeration is mainly the 
mechanically- or electrically-driven vapour compression cycle 
using refrigerants such as CFC, HCFC, HFC, ammonia or car-
bon dioxide. Due to the complete and worldwide phase-out of 
CFC consumption by the end of 2009, CFCs are not addressed 
in this chapter. In addition, a number of refrigeration systems 
are based on using substances in discontinuous uses. This type 
of equipment can be found as open uses with solid or liquid 
CO

2
, ice, or liquid nitrogen and in these cases the refrigerant 

is being completely emitted and lost after removing the heat 
(Viegas, 2003). Closed systems such as eutectic plates (Cube 
et al., 1997) or flow-ice, reuse the same substance (Paul, 1999). 
Such systems used to be very commonplace in transport refrig-
eration, and are still used on a significant scale. Some propose 
that their use should be increased in the future. 
 All transport refrigeration systems need to be compact and 
lightweight, as well as highly robust and sturdy so that they can 
withstand movements and accelerations during transportation. 
Despite these efforts, leaks within the refrigeration system occur 
due to vibrations, sudden shocks and so forth. The likelihood of 
leaks or ruptures is also greater than with stationary systems, 
due to a higher risk of collisions with other objects. Ensuring 
safe operation with all working fluids is essential, particularly 
in the case of ships where there are no options to evacuate a 
larger area (SCANVAC, 2001). The safety is either inherent in 
the fluids or is ensured through a number of technical measures 
(Stera, 1999). 

4.6.2 Container transport

Refrigerated containers allow uninterrupted storage during 
transport on different types of mobile platforms, for example 
railways, road trucks and ships. The two main types of refrig-
erated containers are porthole containers and integral contain-
ers. Porthole containers are the older of the two concepts and 
are insulated containers with two front apertures and no built-
in refrigeration systems. Some predict that by 2006, transport 
will have been completely converted to integral containers 
(Hochhaus, 2003; Wild, 2003). 
  Integral refrigerated containers are systems which have their 
own small refrigeration unit of about 5 kW refrigeration capac-
ity on board. There were more than 550,000 of these in 2000, 
representing the transport capacity of 715,000 20-foot con-
tainers, and there numbers are set to strongly increase (UNEP, 
2003; Sinclair, 1999; Stera, 1999). The electrical power needed 

to drive the system is supplied from an external power sup-
ply via an electrical connection. These systems typically use 
HFC-134a, R-404A and HCFC-22, and in some cases R-407C 
(Wild, 2003). Newer systems generally have a more leak-resis-
tant design (Crombie, 1999; Stera, 1999; Yoshida et al., 2003; 
Wild, 2003). In 1998, when older design systems were preva-
lent, an average annual leakage rate of 20% of the charge of 
about 5 kg was assumed for a lifetime of 15 years (Kauffeld and 
Christensen, 1998). 

4.6.3 Sea transport and fishing vessels

Virtually all of the 35,000 plus merchant ships worldwide larger 
than 500 gross tonnes (Hochhaus, 1998) have some on-board 
refrigeration system. The majority of systems use HCFC-22. 
These refrigeration systems and options for emission abatement 
are referred to in Sections 4.2 and 4.3 of this report. In terms 
of technology and performance, chillers for air conditioning 
or, in case of naval vessels for electronics and weapon system 
cooling, are similar to stationary systems (see section 5.1 on air 
conditioning). The following remarks and information relate to 
ship-bound refrigeration systems essential to the main purpose 
of non-naval vessels, namely the transportation of perishable 
products, the chilling of fish and the like. 
 Refrigerated transport vessels, also called reefers, provide 
transportation for perishable foodstuff at temperatures between 
–30°C and 16°C (Cube et al., 1997). It is estimated that there 
are around 1300 to 1400 reefer vessels in operation (Hochhaus, 
2002; Hochhaus, 1998), a number which has been constant for 
quite some time and is expected to decrease. In 2001, it was 
reported that more than 95% of the refrigeration installations on 
these vessels use HCFC-22 as a refrigerant (SCANVAC, 2001), 
although various HFCs such as HFC-134a, R-404A, R-507 and 
R-407C as well as ammonia are being used. About two-thirds of 
the systems are direct systems with up to 5 tonnes of refrigerant 
per system and the remaining are indirect systems with a charge 
below 1 tonne of refrigerant (UNEP, 2003). Estimates of cur-
rent annual leakage rates based on known refrigerant consump-
tion are 15−20% of the system charge (SCANVAC, 2001). 
 Worldwide there about  1.3 million decked and about 1.0 
million undecked, powered fishing vessels. In 2001, more than 
21,500 fishing vessels over 100 gross tonnes were recorded 
(FAO, 2002), with a slightly decreasing trend. Vessels of that 
size are assumed to operate internationally and to be equipped 
with significant refrigeration equipment. Within a wide range, 
the average larger fishing vessel has a refrigerant charge in the 
order of 2000 kg with 15−20% annual leakage rate. In 2001 
more than 95% of such vessels in Europe used HCFC-22 as the 
refrigerant (SCANVAC, 2001). It is assumed that 15% of the 
fleet have full size refrigeration systems, while the remaining 
fleet is assumed to be equipped with small refrigeration systems 
that have a filling mass of approximately 100 kg. 
 Specialized tankers are used to transport liquefied gases, in 
particular liquefied petrol gas (LPG) and liquefied natural gas 
(LNG). Medium and large LNG tankers transport LNG at nor-
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mal pressure. The refrigeration effect needed for this type of 
transport is provided by evaporating the LNG, which is recon-
densed using specialized refrigeration units. Since the number 
of such ships is limited (about 150 ships of above 50,000 tonnes 
were registered in 1996) (Cube et al., 1997) and the refrigera-
tion equipment typically uses the transported, low GWP hydro-
carbon gases as the refrigerant, refrigeration use in gas tankers 
is not further considered in this report. 

4.6.4 Road transport

Road transport refrigeration units, with the exception of refrig-
eration containers, are van, truck or trailer mounted systems. 
Some trailers are equipped to be mounted or have their main 
bodies mounted on railroad systems; these are so-called swap-
bodies. In a number of uses those systems are of the discon-
tinuous type, using eutectic plates in closed systems (Cube et 
al., 1997) or liquid nitrogen, liquid carbon dioxide or solid car-
bon dioxide in open systems (UNEP, 2003). These systems are 
frequently used in local frozen food distribution, for example, 
delivery directly to the customer (Cube et al., 1997). Liquid 
nitrogen for cooling purposes is used by more than 1000 ve-
hicles in the UK. Liquid carbon dioxide is reported to be used 
in 50 trucks in Sweden (UNEP, 2003). In general, the necessity 
for storage and filling logistics, the hazardous handling of very 
cold liquids and solids and the energetically unfavourable low-
temperature storage reduce the widespread application of these 
historically frequently used technologies. 
 The predominant technology in road transport, covering vir-
tually all of the remaining refrigerated road transport equipment, 
is the mechanical vapour compression cycle. Trailers usually 
have unitary equipment that consists of a diesel engine, com-
pressor, condenser, engine radiator and evaporator with fans as 
well as refrigerant and controls. These systems are also used 
for swap bodies. Larger trucks often have similar equipment 
as trailers. However, as the truck size decreases an increasing 
proportion of systems have the compressor being driven by the 
drive engine (ASHRAE, 2002). Alternatively, some truck sys-
tems use a generator coupled with the truck engine to generate 
electricity, which is then used to drive the compressor (Cube et 
al., 1997). 
 In 1999, it was estimated that in North America alone 300,000 
refrigerated trailers were in use (Lang, 1999). For the 15 coun-
tries of the European Union in 2000, 120,000 small trucks, vans 
and eutectic systems with 2 kg refrigerant charge were estimated 
to be in use, with 70,000 mid-size trucks of 5 kg refrigerant fill-
ing and 90,000 trailers with 7.5 kg refrigerant filling (Valentin, 
1999). The worldwide numbers in 2002 were estimated to total 
1,200,000 units, with 30% trailer units, 40% independent truck 
units and 30% smaller units. The annual amount of refrigerant 
needed for service is reported to be 20−25% of the refrigerant 
charge (UNEP, 2003). The refrigerant typically chosen is HFC-
134a for applications where only cooling is needed, and pre-
dominantly R-404A and R-410A for freezing applications and 
general-purpose refrigeration units (UNEP, 2003).

4.6.5 Railway transport

Refrigerated railway transport is used in North America, Europe, 
Asia and Australia. The transport is carried out by using either 
refrigerated railcars, or refrigerated containers (combined sea-
land transport; see Section 4.6.2) or swap bodies (combined 
road-land transport; see Section 4.6.4). This section concen-
trates on transport in refrigerated railcars.
 Different technologies have been used in the past: Solid CO

2
 

as well as ice have been used in discontinuous emissive systems 
to date (CTI, 2004). Mechanically-driven refrigeration systems 
have also been used and are now the prime choice because of 
the typically long duration of trips, which makes refilling of the 
emitted refrigerant in discontinuous emissive systems a chal-
lenge for both logistical and cost reasons. 
 Mechanically driven systems are almost completely 
equipped with diesel engines to supply the necessary energy to 
the refrigeration unit. The existing fleets of railcars in Asia still 
seem to mostly operate on one-stage (cooling) and two-stage 
(freezing /combined use) CFC-12 systems (UNEP, 2003). The 
European railcars have been converted to HFC-134a (Cube et 
al., 1997), and this has been facilitated by European regula-
tions phasing out the use of CFCs (EC No 2037/2000 (Official 
Journal, 2000)). In North America, existing older systems have 
been converted to HFC-134a, while newer systems utilize HFC-
134a and R-404A (DuPont, 2004). 
 The lifetime of newer rail refrigeration systems, which are 
often easily replaceable units originally developed for road 
transport and only adapted for rail use, is believed to be 8 to 
10 years with a running time of 1000 to 1200 hours per annum 
(refrigeratedtrans.com, 2004). Older units specifically designed 
for rail use have a lifetime of typically 40 years and a refriger-
ant filling of approximately 15 kg (UNEP, 2003). The annual 
leakage rate may be assumed to be at least similar to the leakage 
rate experienced in road transport, that is 20−25% of the refrig-
erant charge (UNEP, 2003).

4.6.6 Air transport

In order to provide constant low temperature during the flight, 
containers to be loaded upon aircraft are provided with refriger-
ation systems. There are some battery powered mechanical re-
frigeration systems (Stera, 1999), but the total number of these 
is believed to be small. Other, more commonly used systems 
are discontinuous with solid carbon dioxide (Sinclair, 1999; 
ASHRAE, 2002), or ice (ASHRAE, 2002). As the amount of 
ODS replacement during use is apparently very small, air trans-
port will not be detailed further in this report. 

4.6.7 Abatement options

4.6.7.1 General
Based on the study of Clodic and Palandre (2004), the total 
amount of refrigerant contained in transport refrigeration sys-
tems is estimated to be 16,000 tonnes; 6000 tonnes of this are 
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emitted annually. It should be noted that the widespread use of 
R-404A as a non-ODS alternative with a relatively high GWP of 
3800 kg CO

2
 kg-1 leads to very high CO

2
-equivalent emissions. 

Using alternatives in systems with a more moderate GWP than 
R-404A, such as the HFC mixture R-410A, would cut the CO

2
-

equivalent emissions substantially. 
 Current system requirements lead to a refrigerant selection 
which is largely limited to HFC-134a and refrigerant mixtures 
with a relatively high global-warming impact such as R-404A. 
Since the emission rates in operation are significant, improve-
ments in energy consumption, alternative substances and not-in-
kind technologies are the main options for emission abatement. 
R-404A is the main refrigerant in current use (IIR, 2002) and 
is popular because of its flexibility (medium- and low-tempera-
ture applications) and safety. Only a limited number of TEWI 
calculations are available in the literature; the only investigation 
comparing different technologies such as CFC-12, HFC-134a, 
R-404A, HC-600a/HC-290, ammonia and CO

2
, states that R-

404A systems are at least sustainable from the different options 
investigated for reefer ships (Meffert and Ferreira, 2003).

4.6.7.2 Containment
As there are already considerable incentives to optimize de-
sign and to minimize leakage, further containment in most uses 
would require a new approach not yet seen. One example might 
be to use fully hermetic systems for road transport (Chopko 
and Stumpf, 2003a, b), although the effect of this on energy 
consumption has yet to be determined. The development of 
hermetic scroll compressors for container systems with accept-
able energy efficiency for both cooling and freezing applica-
tions (Yoshida et al., 2003; DeVore, 1998) allows their wide-
spread use, and leads to less service requirements and therefore 
less related refrigerant losses. In addition, these compressors 
are hermetic, which further decreases leaks (Wild, 2003). This 
technology has already been introduced and is penetrating the 
market as existing equipment is gradually replaced. 
 Recovery and recycling is a statutory requirement in many 
countries and is probably adhered to since the equipment con-
tains a considerable, but still easy-to-handle, amount of refrig-
erant and due to its mobility it can easily be transported to a 
recovery facility (except seagoing). On the other hand due to 
the large emission rates in operation, the improvements through 
recovery and recycling, which encompass only the refrigerant 
losses during service and disposal, are likely to be limited. 
 An alternative approach to improving systems to reduce 
leaks might be to improve operating conditions to reduce wear, 
likeliness of ruptures and refrigerant losses during service. The 
potential of such measures compared to system-related im-
provements has yet to be assessed, but might be considerable. 
 
4.6.7.3 Improvement in energy efficiency
Most refrigeration systems operate under partial load condi-
tions for a large proportion of their useful life (Meffert and 
Ferreira, 1999). Different methods for partial load control have 
been investigated for both electrically driven compressors and 

open compressors (e.g. Crombie, 1999). Potential energy sav-
ings for electrical systems using frequency converters are said 
to reach up to 25.8% per voyage (Han and Gan, 2003). Other 
sources compare a range of control possibilities (Meffert and 
Ferreira, 1999 and 2003). These sources concluded that energy 
efficiency gains of more than 70% can be achieved under part-
load conditions. 

4.6.7.4 Discontinuous processes
The use of ice as well as solid CO

2
 are both established alterna-

tives to vapour compression systems. Besides the logistical ne-
cessities of such systems, there are also temperature limitations 
for the use of ice as well as handling and energy issues when 
using solid CO

2
 (as heat absorption is energetically unfavour-

able at –78.4°C). These issues are even more valid for the use of 
liquid nitrogen, producing an unnecessarily low temperature of 
–195.8°C, or liquid air with –194.3°C. Nevertheless, refriger-
ated systems using ice and solid CO

2
 systems remain abatement 

option for HFC in suitable cases.
 The commercialization of a fully self-powered liquid CO

2
 

system with a moderate evaporation temperature of –51°C for 
the delivery of frozen product to customers was reported by 
Viegas (2003), and this addressed handling as well as energy 
efficiency issues. The system, which needs a service infrastruc-
ture, has been commercialized in Sweden (Viegas, 2003) and 
the UK (UNEP, 2003) and is therefore available as an abate-
ment option, especially for local and short-haul transport. 
 The use of a pumpable suspension of ice crystals in water 
(‘binary ice’, ‘flow ice’), has been developed for certain trans-
port uses. The suspension is pumped into the hollow walls, 
floors, ceilings or trays of a containment to be refrigerated. 
While equipment for service trolleys for passenger trains is 
already commercially available, the same principle is being 
suggested for containers (Paul, 1999). Although the remain-
ing technical issues seem to be standard engineering tasks, the 
technology is not yet commercially available for cooling of full 
containers, trucks or vans.

4.6.7.5 Sorption processes
Sorption processes are well known, heat-driven processes using 
water, methanol or ammonia as a refrigerant, and solids such as 
activated coal, zeolite or silica gel (adsorption) as well as liq-
uids such as lithium bromide (LiBr) and water (absorption) as 
sorbents in a closed circuit. The heat to drive such processes can 
come from a variety of sources; in the case of transport refrig-
eration, the waste heat from the transporter’s engine could be 
used. Such a use has been proposed for several years, especially 
for ship-bound systems (Cube et al., 1997).
 LiBr-water systems, are frequently used in stationary appli-
cations and for the capacity range of 200 kW−600 kW, these have 
been reported to operate successfully and produce chilled water 
in certain specialized ships (Han and Zheng, 1999). Below zero 
refrigeration is not feasible with LiBr-water systems. As such 
systems have already been successfully employed on ships, 
their utilization might be increased at a relatively short notice. 
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The applicability to modes of transportation other than ships 
might be limited because of downscaling problems as well as 
design restrictions on those systems.
 For truck-mounted refrigeration systems, the use of waste 
heat from the truck engine has been suggested to drive a wa-
ter-ammonia sorption cycle (Garrabrant, 2003). For medium 
and small fishing vessels, adsorption ice-makers with carbon-
methanol are being proposed, which utilize the exhaust heat of 
the ship’s engine as an energy source (Wang et al., 2003). 

4.6.7.6 Hydrocarbons
Hydrocarbon cooling systems for the recondensation of trans-
ported hydrocarbons have successfully been installed in gas 
tankers. International activities are underway to develop hydro-
carbon systems for reefer ships (Jakobsen, 1998). In road trans-
port refrigeration, commercially available systems have been 
developed in Australia, Germany and other European countries 
using HC-290 (propane). The systems require a leak detector 
in the trailer and special driver training to fulfil safety-related 
legal requirements (UNEP, 2003; Frigoblock, 2004).
 Technically this solution could be adopted worldwide in cer-
tain road and railroad systems, especially in compact systems. 
Nevertheless, either certain existing regulations or present sys-
tem use patterns would have to be adapted. The flammability 
of hydrocarbons will require additional safety measures, thus 
increasing the costs of the system, and in the beginning at least 
probably insurance rates as well. Containers might also require 
changes in the transporting ships. 

4.6.7.7 Ammonia 
Ammonia as refrigerant is being increasingly used in marine 
refrigeration equipment. Applications include its use in reefers 
(Stera, 1999), as a proposed refrigerant for sorption ice ma-
chines (Garrabrant, 2003), and the use in fishing vessels both as 
a single refrigerant (UNEP, 2003; Berends, 2002) and in com-
bination with CO

2
 (Nielsen and Lund, 2003). The applicability 

has been sufficiently proven. Ammonia as a refrigerant requires 
certain design considerations as well as the presence of addi-
tional safety equipment on board (SCANVAC, 2001).
 
4.6.7.8 Carbon Dioxide
Carbon dioxide as a refrigerant in mechanically-driven vapour 
compression systems, might be used as a subcritical refriger-
ant (critical point at 31°C) with a condensing temperature well 
below the critical point in cascade systems or in applications 
where low-temperature cooling options means are available. 
Alternatively, it can be used as a near-critical or, more likely, 
a super-critical working fluid. If the condensing temperature of 
CO

2
 is below 15°C (border of subcritical region), this refriger-

ant typically offers, but not always, significant advantages in 
terms of efficiency and costs in comparison to other refriger-
ants. This advantage can only be utilized in cascade systems 
with other refrigerants or where low-temperature heat sinks are 
available. Near- or super-critical uses require a much higher 
pressure resistance of the equipment than is currently usual for 

other refrigerants, and such uses are often energetically less fa-
vourable than other refrigerants in the same temperature range.
 For low-temperature uses, combinations of ammonia and 
CO

2
 have been developed and built into ships. A comparison 

shows that the efficiency for a –40°C evaporation and 25°C con-
densing temperature is 17% higher than for a 2-stage HCFC-22 
system (25% improvement at –50°C/25°C) (Nielson and Lund, 
2003). The advantage of using CO

2
 in such applications is that 

the necessary components (in particular the compressor) are 
commercially available or require only minor modifications, 
while consuming less space than other solutions. 
 CO

2
 has also been proposed for container systems, where it 

would typically be used in a super-critical manner. A prototype 
system has yet to be reported as until recently no suitable com-
pressor was available. A prototype CO

2
 system for trucks has 

been developed, laboratory tested and optimized (Sonnekalb, 
2000). The calculated TEWI shows a 20% decrease compared 
to a R-404A system.

4.6.7.9 Air
The air cycle for transport refrigeration purposes has been in-
vestigated for a number of years (e.g. Halm, 2000). A prototype 
system has been developed and tested, but has never been com-
mercialized. Presently air cycle equipment for transport refrig-
eration does not seem to represent a suitable short- or medium-
term abatement option due to the lack of suitable and reliable 
components.

4.6.8 Comparison of alternatives 

Emissions of halocarbons in the transport refrigeration sector 
are related to four subsectors: Sea transport and fishing, road 
transport, rail transport and intermodal transport, that is con-
tainers and swap bodies. An overview can be found in Table 
4.15.
  There are a number of possibilities to improve those trans-
port refrigeration systems built today to achieve a lowering of 
direct or energy-consumption related emissions without chang-
ing the working fluid or technology. A number of measures have 
been proposed and these have in part already been implemented 
to improve the energy efficiency, for example, the use of ef-
ficient compressors, frequency control for part load conditions, 
water-cooled condensers for containers on board ships, regular 
preventive maintenance and so forth. Measures to control direct 
emissions have mainly been proposed for mass-produced sys-
tems (e.g. container units) in terms of design improvements.
 An alternative to improving the currently predominant halo-
carbon technologies is the replacement of those refrigerants by 
fluids or technologies with a lower GWP. Technically there are 
or will be low GWP replacement options available for all trans-
port refrigeration uses where CFCs, HCFCs or HFCs are cur-
rently used. However in several cases these might increase the 
costs of the refrigeration system.
 In case of reefer ships and fishing vessels, the most promis-
ing and already implemented non-halocarbon abatement tech-
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nology is equipment with ammonia or ammonia/CO
2
 systems. 

These systems are likely to operate at least as energy efficiently 
as existing systems. One source (SCANVAC, 2001) estimates 
the additional costs for a ship-bound ammonia system to be 20− 
30% higher if retrofitted into an existing vessel and potentially 
lower if included in the ships planning from the start. Another 
source (Nielsen and Lund, 2003) assumes that small industrial 
ammonia/CO

2
 systems might be more expensive than conven-

tional systems, but large systems might have a more or less 
equivalent price for the same capacity. 
 In the case of container systems, CO

2
 in a vapour compres-

sion cycle could develop into a promising alternative. The costs 
for the refrigeration system might be higher than for current 
conventional systems. The energy consumption will probably 

be higher if the containers are only air-cooled but if additional 
water-cooling is installed, as has already implemented on some 
vessels, the systems could be energetically as good as or even 
better than existing equipment. 
 Options using CO

2
 and hydrocarbons exist for road trans-

port. The hydrocarbon technology is technically implementable 
within a short time frame. For larger systems, CO

2
 systems or 

hydrocarbon refrigerants are potential options, depending on 
the safety issues. The same alternatives could be used for new 
railway systems. Certain types of refrigerated road transport, 
such as short-range distribution trucks, might use discontinuous 
systems with evaporating CO

2
 or nitrogen as alternative. 

 As transport refrigeration systems have very significant 
emissions and a limited runtime, which is typically far below 

Table 4.15. Subsectors of transport refrigeration, characteristics and alternatives. 

Subsector  Sea Transport & Fishing Road Transport Rail Transport Intermodal Transport

Cooling capacity   From 5 kW 2 kW 10 kW Approx. 5 kW
   To 1400 kW 30 kW 30 kW 
Refrigerant charge   From 1 kg 1 kg 10 kg Approx. 5 kg
   To Several tonnes 20 kg 20 kg 
Approximate percentage  52%  27% 5% 16%
of sector refrigerant bank  of 15,900 tonnes of 15,900 tonnes of 15,900 tonnes of 15,900 tonnes 
in subsector   
Approximate percentage  46% 30% 6% 18% 
of sector refrigerant of 6000 tonnes of 6000 tonnes of 6000 tonnes of 6000 tonnes
emissions in subsector  
Predominant technology HCFC-22 HFC-134a, HFC-404A,  HFC-134a, HFC-404A,  HFC-404A
   HFC-410A  HFC-410A
Other commercialized  Various HFCs, ammonia,  Hydrocarbon, liquid CO

2
;  Solid CO

2
 (with unknown  HFC-134a, HCFC-22

technologies  ammonia, CO
2
 /ammonia  with unknown systems for  systems for freezing)

  for low temperatures; liquefaction/freezing: liquid 
  hydrocarbon systems for  CO

2
, ice slurry; with on-

  gas tankers; sorption  board HCFC/HFC 
  systems for part of the  refrigeration systems: 
  cooling load  Eutectic plates  
Low GWP technologies  Ammonia, CO

2
 /ammonia Hydrocarbon, CO

2
  Hydrocarbon, CO

2
  CO

2
 compression system

with fair or better than  for low temperatures compression systems; for  compression systems; for 
fair potential for    short haul combination of  specific transports (certain 
replacement of    stationary hydrocarbon or  fruits, ...) combination of 
HCFC/HFC in the   ammonia with liquid CO

2
,  stationary hydrocarbon or 

markets    ice slurry or eutectic plates  ammonia with liquid CO
2
, 

    ice slurry or eutectic plates 
Status of alternatives Fully developed. Some  Hydrocarbon mini-series  Solid CO

2
 standard use, but Under development – 

  cost issues related to  successfully field tested,  not very energy efficient,  prototype testing; might
  additional safety for  lack of demand/add.  difficult handling, high  be available in the near
  ammonia plants on ships. requirements on utilization  infrastructure requirements,  future if demanded
  Hydrocarbon practical  (driver training, parking, ... ). therefore presently being 
  mainly for ships which  Liquid CO

2
 systems  phased out. Increasingly 

  are built according to  commercialized. CO
2
  use of systems designed 

  explosion-proof standards  compression tested in proto- for trailer use with 
  (gas carriers, ...)  types, but open compressor  optimization for rail 
   needed for most systems in  requirements (shock 
   combination with leaks  resistance, ...) 
   remains an issue     
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100%, direct emissions play a very important role in the cal-
culation of the TEWI. The replacement options currently be-
ing considered by manufacturers do not significantly increase 
transport weight or volume. The data is sufficient to state that in 
several applications, a substantial reduction in TEWI could be 
achieved by introducing a low GWP technology.
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